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Celebrating 80 years of service to the lubrication 
industry in Australia and internationally.

Tecalemit is a family owned Australian company established 
in 1941 and has been designing and manufacturing lubrication 
equipment, fluid transfer, fluid measurement and workshop 
equipment for the agriculture, automotive, industrial, mining and 
transport industries around the globe for eight decades.

As one of Australia’s most trusted brands, Tecalemit supplies 
industrial lubrication solutions domestically and worldwide with 
its products utilised by Caterpillar Underground, BHP and Rio 
Tinto. We value the relationships we maintain in the industry by 
understanding our customers’ needs and connecting them with 
the right product. 

We have a proud heritage of providing our partners with superior 
service and quality products ensures ongoing loyalty whilst 
continuing to add value to their businesses. 



4

88
Tecalemit offers a comprehensive range 
of workshop equipment to make your 
life easier when handling oils, grease, 
compressed air, water, chemical, diesel  
and AdBlue.

Our products are designed for the busiest 
of trade and industrial environments and 
support lubrication, greasing, dispensing, 
transportation, waste oil extraction 
and storage. 

Additionally our range offers products 
catered for the handling of fuels and safe 
storage of dangerous goods.

Tecalemit is committed to the highest 
safety standards in the design, operation 
and servicing of our vehicle hoists. These 
products are safety critical, their design 
and use is regulated by Australian Design 
Standards and Occupational Health and 
Safety legislation. 

We can design and fit out a complete 
solution tailored to your workshops 
needs which will meet all the appropriate 
Australian Design Standards. 

We also stock a comprehensive supply 
of spare parts for all our hoists to ensure 
minimal downtime. Our experienced 
staff are always available to provide you 
technical advice on selection, installation, 
operation as well as on-going service 
and maintenance.

Tecalemit’s industrial lubrication  
solutions cover a diverse range of markets 
and applications. Our bespoke centralised 
lubrication solutions range from chassis 
lubrication systems for trucks to heavy 
duty systems for off road mobile mining 
equipment and fixed plant. 

We offer a wide range of dispensing 
and service equipment for industrial 
plant lubrication ranging from grease 
nipples through to sophisticated greasing 
systems, metering solutions  
and controllers.
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oil equipment
Tecalemit’s range of oil handling equipment caters for just about 
any situation imaginable. 

Versatile hand pumps, hose reels, pneumatic pumps for high 
pressure oil dispensing systems, fixed drum and IBC mounted 
dispensing systems, mobile dispensing kits and meters. 

No matter what the environment is, no matter what the project 
specifications state, Tecalemit's oil handling range provides 
solutions for your oil dispensing applications.
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Air Operated Oil Pumps

Air Operated Oil Pumps
Low Pressure, High Volume Oil Transfer Pumps
RAASM 1:1 ratio pumps are designed for transferring low viscosity liquids relatively short distances 
at low pressures. They are ideal for mounting in drums and servicing oil bars. For heavier oils and 
longer distances or for servicing hose reels, higher pressure pumps should be used.

Medium Pressure, Medium Volume Oil Pumps
RAASM 3:1 ratio pumps are designed for handling low/medium viscosity liquids in small to 
medium sized dispensing systems that involve single point dispensing through hose reels and 
end of hose meters.

Description 33060  
Stub

33061  
Extendable

33096  
Drums

Compression Ratio 1:1 1:1 1:1

Flow Rate 23 L/min 23 L/min 23 L/min

Air Cylinder Diameter 60mm 60mm 60mm

Air Consumption 230 L/min (8.1 cfm) 
at 116psi

230 L/min (8.1 cfm) 
at 116psi

230 L/min (8.1 cfm) 
at 116psi

Air Inlet Connection F 1/4” G F 1/4” G F 1/4” G

Fluid Outlet Connection F 1/2” G F 1/2” G F 1/2” G

Suction Tube Length - - 940mm

Suction Tube Diameter 42mm 42mm 42mm

Wall Mounting Option 38043 - -

Description 35160  
Stub

35161 
Extendable

35163 
IBC

35196 
Drums

Compression Ratio 3:1 3:1 3:1 3:1

Flow Rate 14 L/min 14 L/min 14 L/min 14 L/min

Air Cylinder Diameter 60mm 60mm 60mm 60mm

Air Consumption 330 L/min (11.6 
cfm) at 116psi

330 L/min (11.6 
cfm) at 116psi

330 L/min (11.6 
cfm) at 116psi

330 L/min (11.6 
cfm) at 116psi

Air Inlet Connection F 1/4” G F 1/4” G F 1/4” G F 1/4” G

Fluid Outlet Connection F 1/2” G F 1/2” G F 1/2” G F 1/2” G

Suction Tube Length - - 1250mm 940mm

Suction Tube Diameter 42mm 42mm 42mm 42mm

Wall Mounting Option 38043 - - -
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Medium Pressure, Medium Volume Oil Pumps
RAASM 5:1 ratio pumps are designed for medium to large systems moving high viscosity oils 
longer distances through hose reels, end of hose dispensing meters and multiple dispensing 
points. The double action guarantees the delivery of a continuous and constant flow, ideal for 
all needs. Particularly effective in systems equipped with multiple distribution points.

High Volume Oil Pumps
RAASM Series 900 industrial, air-operated, double-acting pumps are suitable for transferring 
oils, lubricants and similar products with very high viscosity. The double action guarantees 
the delivery of a continuous and constant flow, ideal for all needs. Particularly effective in 
systems equipped with multiple distribution points.

Description 36060   
Stub

36061  
Extendable

36063  
IBC

36096  
Drums

Compression Ratio 5:1 5:1 5:1 5:1

Flow Rate 18 L/min 18 L/min 18 L/min 18 L/min

Air Cylinder Diameter 65mm 65mm 65mm 65mm

Air Consumption 350 L/min (12.4 
cfm) at 116psi

350 L/min (12.4 
cfm) at 116psi

350 L/min (12.4 
cfm) at 116psi

350 L/min (12.4 
cfm) at 116psi

Air Inlet Connection F 1/4” G F 1/4” G F 1/4” G F 1/4” G

Fluid Outlet Connection F 1/2” G F 1/2” G F 1/2” G F 1/2” G

Suction Tube Length - - 1250mm 940mm

Suction Tube Diameter 42mm 42mm 42mm 42mm

Wall Mounting Option 38043 - - -

Description 90C.51  
Stub

90C.71  
Stub

91C.71  
Drums

90C.111  
Stub

91C.111  
Drums

Compression Ratio 5:1 7:1 7:1 11:1 11:1

Flow Rate 45 L/min 30 L/min 30 L/min 30 L/min 30 L/min
Air Cylinder 
Diameter 90mm 90mm 90mm 90mm 90mm

Air Consumption
1600 L/min 
(56 cfm) at 
116psi

1600 L/min 
(56 cfm) at 
116psi

1600 L/min 
(56 cfm) at 
116psi

1600 L/min 
(56 cfm) at 
116psi

1600 L/min 
(56 cfm) at 
116psi

Air Inlet Connection F 1/2” G F 1/2” G F 1/2” G F 1/2” G F 1/2” G
Fluid Outlet 
Connection F 3/4” G F 3/4” G F 3/4” G F 3/4” G F 3/4” G

Suction Tube 
Length - - 940mm 270mm 940mm

Suction Tube 
Diameter 62mm 53mm 53mm 45mm 45mm

Wall Mounting 
Option 10.10 10.10 - 10.10 -

Drum Adapter 
Option - - 10.15 - 10.14

Air Operated Oil Pumps
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Electric Oil Pumps
Viscomat 90M Pump
The PIUSI Viscomat vane pump is suitable for pumping fluids of a viscosity up to 500 cSt.  
Featuring threaded female ports and continuous operations, with elevated suction, up to 6 bar.

Viscomat 200/2 M Pump
The PIUSI Viscomat oil transfer gear pump delivers good flow rates in high 
pressure systems. Provides a smooth delivery thanks to the absence of 
pulsations and have a high suction capacity. Viscosity 50-2000cSt.

Viscomat 230/3 Flowmat Pump
PIUSI self-priming Viscomat oil transfer pump with integrated pressure switch 
and BSP female threads. Automatic switch-off at the end of delivery provides an 
alternative solution where stable air supply may not be available. Duty cycle of 
30mins ON and 30mins OFF. Incorporated bypass valve.

Catalogue Number Description

TEC303M00 Viscomat electric pump

Catalogue Number Description

TEC30403D Viscomat electric pump

Catalogue Number Description

TEC30204D Viscomat flowmat electric pump

Pump Specifications
Flow Rate Up to 50 L/min
Motor 240V AC
Inlet/Outlet 1" BSP
Weight 14kg
Suitable Fluids Oil, Diesel

Pump Specifications
Flow Rate Up to 9 L/min
Motor 240V AC
Inlet/Outlet 1" BSP
Weight 9kg
Suitable Fluids Oil

Pump Specifications
Flow Rate Up to 14 L/min
Motor 240V AC
Inlet/Outlet 1" BSP
Weight 12kg
Suitable Fluids Oil

Electric Oil Pumps
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Hose Reels

Oil Hose Reels
430 Series Hose Reels
The RAASM hose reel drum features ribbed and rounded edges and comes equipped 
with an automatic stopping system which allows the hose to be locked at the required 
length. Adjustable arms allow floor, wall or ceiling mounting options.

440 Series Hose Reels
The RAASM hose reel is supplied with 500mm inlet hose and is suitable for ceiling, 
wall or floor mounting. Powder coated in unobtrusive white finish, these are the reels of 
choice for modern franchise workshops looking for a smooth uncluttered appearance.

Catalogue Number Description Pressure

8440.401 10m x 1/2” oil, swivelling base 2,175psi

8440.402 15m x 1/2” oil, swivelling base 2,175psi

Catalogue Number Description Pressure

8420.401 10m x 1/2” oil, swivelling base 2,175psi

8420.402 15m x 1/2” oil, swivelling base 2,175psi

8430.401 10m x 1/2” oil, fixed base 2,175psi

8430.402 15m x 1/2” oil, fixed base 2,175psi

540 Series Hose Reels
The RAASM hose reel drum features ribbed and rounded edges and comes 
equipped with an automatic stopping system which allows the hose to be locked at 
the required length. Adjustable arms allow floor, wall or ceiling mounting options. 

Catalogue Number Description Pressure

8540.411 15m x 3/4” oil - fixed base 1,450psi

8540.412 20m x 3/4” oil - fixed base 1,450psi

8540.413 15m x 1” oil - fixed base 725psi

530 Series Hose Reels
The RAASM hose reel drum features ribbed and rounded edges and comes equipped 
with an automatic stopping system which allows the hose to be locked at the 
required length. Adjustable arms allow floor, wall or ceiling mounting options. 

Catalogue Number Description Pressure

8530.401 20m x 1/2” oil - fixed base 2,175psi

8530.402 25m x 1/2” oil - fixed base 2,175psi
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Oil Dispensing Kits

Oil Dispensing Kits 
Oil Bar
The RAASM oil bar is ideal for dispensing engine oil, gear oil, antifreeze and 
similar liquids. It allows for up to three types of fluids to be dispensed and 
is equipped with an easy to clean, removable drip tray and sturdy support 
grid. Available in single, dual and triple tap models and can be supplied with 
or without oil meters. 

Air operated oil pump not included. Model 37686 shown.

Catalogue Number Description

37690 Single tap oil bar - no meter

37691 Single tap oil bar with meter

37689 Double tap oil bar - no meter

37687 Double tap oil bar with meters

37688 Triple tap oil bar - no meter

37686 Triple tap oil bar with meters

3:1 Drum Mounted Oil Bar Kit
The RAASM oil drum bar kit comes supplied with: air operated oil pump, oil tap with pump 
connection line, drip tray and bung adapter.

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

Catalogue Number Description

37697 Oil bar kit to suit 205L drums

Individual Items Available
37683 Oil tap with pump connection pipe
37699 Drip tray
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Oil Dispensing Kits

Catalogue Number Description

35293.NM Oil drum dispensing system, non metered gun

35293 Oil drum dispensing system, metered gun

Catalogue Number Description

35296.NM Oil drum dispensing system, non metered gun

35296 Oil drum dispensing system, metered gun

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

3:1 Oil Drum Dispensing Systems
The RAASM oil drum dispensing systems comes supplied with: air operated oil pump, oil gun, 
4m delivery hose, air regulator and inlet connection hose, suits 205L drums.

5:1 Oil Drum Dispensing Systems
The RAASM oil drum dispensing systems comes supplied with: air operated oil pump, oil gun, 
4m delivery hose, air regulator and inlet connection hose, suits 205L drums.
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Oil Dispensing Kits

Catalogue Number Description

35280.NM Oil drum dispensing system, non metered gun

35280 Oil drum dispensing system, metered gun

Catalogue Number Description

35281.NM Oil drum dispensing system, non metered gun

35281 Oil drum dispensing system, metered gun

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Open Hose Reel 10m x 1/2” swivelling mount
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Enclosed Hose Reel 10m x 1/2” swivelling mount
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

3:1 Oil Drum Dispensing Systems (Open Hose Reel)
The RAASM oil drum dispensing system comes supplied with: wall mounting kit, air operated 
oil pump, 10m x 1/2” open hose reel, oil gun, wall mounted drip tray and 2m flexible suction 
tube from drum to wall mounted pump.

3:1 Oil Drum Dispensing Systems (Enclosed Hose Reel)
The RAASM oil drum dispensing system comes supplied with: wall mounting kit, air operated 
oil pump, 10m x 1/2” enclosed hose reel, oil gun, wall mounted drip tray and 2m flexible 
suction tube from drum to wall mounted pump.
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Oil Dispensing Kits

Catalogue Number Description

37680.NM Oil drum dispensing system, non metered gun

37680 Oil drum dispensing system, metered gun

Catalogue Number Description

37679.NM Oil drum dispensing system, non metered gun

37679 Oil drum dispensing system, metered gun

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Open Hose Reel 10m x 1/2” swivelling mount
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Enclosed Hose Reel 10m x 1/2” swivelling mount
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G

5:1 Oil Drum Dispensing Systems (Open Hose Reel)
The RAASM oil drum dispensing system comes supplied with: wall mounting kit, air operated 
oil pump, 10m x 1/2” open hose reel, oil gun, wall mounted drip tray and 2m flexible suction 
tube from drum to wall mounted pump.

5:1 Oil Drum Dispensing Systems (Enclosed Hose Reel)
The RAASM oil drum dispensing system comes supplied with: wall mounting kit, air operated 
oil pump, 10m x 1/2” enclosed hose reel, oil gun, wall mounted drip tray and 2m flexible 
suction tube from drum to wall mounted pump.
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IBC Dispensing Kits

IBC Dispensing Kits
Top Mounted, 3:1 Air Operated IBC Dispensing Kit
The RAASM IBC dispensing kit is a complete solution suitable for oil and allied 
products. Kit is complete with: air operated oil pump, 10m x 1/2” hose reel, 
digital oil gun, drip tray, mounting brackets and connection hoses. 

Top Mounted, 5:1 Air Operated IBC Dispensing Kit
The RAASM IBC dispensing kit is a complete solution suitable for oil and allied 
products. Kit is complete with: air operated oil pump, 10m x 1/2” hose reel, 
digital oil gun, drip tray, mounting brackets and connection hoses.

Catalogue Number Description

36610 Air operated IBC dispensing kit

Catalogue Number Description

36620 Air operated IBC dispensing kit

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi

Portable IBC Pump Kit 
 
Tecalemit's pump kits are designed to connect directly to the IBC outlet port. 
Pump supplied with a 2" female camlock (other sizes available upon request).

The kit is used for transfer and high pressure dispensing of oils and open gear 
lubricants. NOTE: Confirm the outlet port size before ordering.  
Air filtration and relief valve options available.

Catalogue Number Description Free Flow

TEC.90C51.IBC 5:1 Portable IBC dispensing kit 45 L/min

TEC.90C111.IBC 11:1 Portable IBC dispensing kit 30 L/min

TEC.115F91.IBC 9:1 Portable IBC dispensing kit 45 L/min

TEC.TGT.IBC 18:1 Portable IBC dispensing kit 23 L/min

*IBC not Included

*IBC not Included
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Side Mounted, 3:1 Air Operated IBC Dispensing Kit
The RAASM IBC dispensing kit is a complete solution suitable for oil and allied 
products. The pump and hose reel are fixed to the IBC* using sturdy brackets. Kit 
is complete with: air operated oil pump, 10m x 1/2” hose reel, digital oil gun, drip 
tray, mounting brackets and connection hoses.

Side Mounted, 5:1 Air Operated IBC Dispensing Kit
The RAASM IBC dispensing kit is a complete solution suitable for oil and allied 
products. The pump and hose reel are fixed to the IBC* using sturdy brackets. Kit 
is complete with: air operated oil pump, 10m x 1/2” hose reel, digital oil gun, drip 
tray, mounting brackets and connection hoses.

Catalogue Number Description

36650 Air operated IBC dispensing kit

TEC.CAMLOCK.1 Optional Type A cam lock kit

Catalogue Number Description

36660 Air operated IBC dispensing kit

TEC.CAMLOCK.1 Optional Type A cam lock kit

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi

*IBC not Included

*IBC not Included

*IBC not Included

Side Mounted, 5:1 Air Operated IBC Dispensing Kit
The RAASM high volume IBC dispensing kit is a complete solution suitable for  
oil and allied products. Kit is complete with: air operated oil pump, 15m x 3/4” 
hose reel, digital oil gun, drip tray, mounting brackets and connection hoses.

Catalogue Number Description

36670 Air operated, high volume IBC dispensing kit

TEC.CAMLOCK.1 Optional Type A cam lock kit

Pump Specifications
Compression Ratio 5:1
Flow Rate 45 L/min
Air Consumption 1600 L/min (56 cfm) at 116psi

IBC Dispensing Kits
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Drum Trolleys
205L/180kg Oil Drum Dolly
Provides a convenient and easy means of moving 205L/180kg drums. Can 
convert an empty drum into a mobile container with its industrial quality steel 
construction and 4 heavy duty 75mm castors.

Easy single person operation to use making it ideal for Occupational Health and 
Safety in the workshop.

20/60L Oil Drum Trolley
Heavy duty trolley that can handle most standard sized 20L/20kg or 60L/55kg 
drums of oil or grease.

Catalogue Number Description

TEC4121 205L/180kg Oil Drum Dolly

Catalogue Number Description

TEC4115 20/60L Oil Drum Trolley

Drum Trolleys
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Drum Trolleys

Oil Drum Trolley
The RAASM zinc plated drum trolley with adjustable base is suitable for 20L or 20kg and 60L 
or 55kg drums and features two fixed axle wheels and hooks for hanging accessories.

Light Duty Oil Drum Trolley
The RAASM zinc plated drum trolley is suitable for 205L or 180kg drums, up to 220kg 
drums. Features two fixed axle wheels and two swivelling castor wheels, adjustable 
side support for hanging accessories plus drum clamping bracket.

Catalogue Number Description

80035 Oil drum trolley

Catalogue Number Description

80200 Light duty oil drum trolley

Heavy Duty Oil Drum Trolley
The RAASM zinc plated drum trolley is suitable for 205L/180kg drums, up to 
220kg drums. Features two large steel fixed axle wheels and two swivelling castor 
wheels with brakes, adjustable side support for hanging accessories plus drum 
clamping bracket.

This trolley offers the provision for a hose reel to be attached.

Catalogue Number Description

80201 Heavy duty oil drum trolley

Medium Duty Oil Drum Trolley
The RAASM zinc plated drum trolley is suitable for 205L/180kg drums, up to 220kg 
drums. Features two large fixed axle wheels and two swivelling castors with brake 
and drum clamping bracket.

This trolley offers the provision for a hose reel to be attached.

Catalogue Number Description

80210 Medium duty oil drum trolley
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Mobile Dispensing Kits

Catalogue Number Description

35220 Light mobile dispensing trolley

Catalogue Number Description

37200 Light mobile dispensing trolley

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 4m 1/2" 

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 4m 1/2" 

Standard Mobile Dispensing Kits
RAASM trolley kits come complete with: air operated oil pump, digital oil gun, 4m 
delivery hose, two fixed axle wheels and two swivelling castor wheels, adjustable 
side support for hanging accessories plus drum clamping bracket.

3:1 Medium Pressure, Medium Volume 
Dispensing Trolley
The ideal combination for dispensing oil in any workplace and is designed 
suit 205L/180kg drums, up to 220kg drums. The 3:1 ratio pump is designed 
for handling low to medium viscosity liquids in small to medium sized 
dispensing systems.

5:1 High Pressure, High Volume Dispensing Trolley
The ideal combination for dispensing oil in any workplace and is designed suit 
205L/180kg drums, up to 220kg drums. The 5:1 ratio pump is designed for 
handling medium to large viscosity liquids in larger sized dispensing systems.
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Mobile Dispensing Kits

Catalogue Number Description

35425 Medium mobile dispensing kit

Catalogue Number Description

37099 Medium mobile dispensing kit

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 4m 1/2"

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 10m 1/2"

Medium Mobile Dispensing Kits
RAASM trolley kits come complete with: air operated oil pump, delivery hose, 
digital oil gun, two fixed axle wheels and two swivelling castor wheels with brake 
and drum clamping bracket.

3:1 Medium Pressure, Medium Volume 
Super Trolley Dispensing Kit
The ideal combination for dispensing oil in any workplace and is designed 
suit 205L/180kg drums, up to 220kg drums. The 3:1 ratio pump is designed 
for handling low to medium viscosity liquids in small to medium sized 
dispensing systems.

5:1 High Pressure, High Volume 
Super Trolley Dispensing Kit
The ideal combination for dispensing oil in any workplace and is designed suit 
205L/180kg drums, up to 220kg drums. The 5:1 ratio pump is designed for 
handling medium to large viscosity liquids in larger sized dispensing systems.
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Catalogue Number Description

35200 Mobile dispensing super trolley

Pump Specifications
Compression Ratio 3:1
Flow Rate 14 L/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 10m 1/2"

Heavy Mobile Dispensing Kits
RAASM trolley kits come complete with: air operated oil pump, 10m x 1/2” hose 
reel, digital oil gun, two fixed axle wheels and two swivelling castor wheels with 
brake, adjustable side support for hanging accessories plus drum clamping bracket.

3:1 Medium Pressure, Medium Volume 
Super Trolley Dispensing Kit
The ideal combination for dispensing oil in any workplace and is designed suit 
205L/180kg drums, up to 220kg drums. The 3:1 ratio pump is designed for handling 
low to medium viscosity liquids in small to medium sized dispensing systems.

Mobile Dispensing Kits
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Catalogue Number Description

37150 Mobile dispensing super trolley

Catalogue Number Description

37100 Mobile dispensing super trolley

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 4m 1/2"

Pump Specifications
Compression Ratio 5:1
Flow Rate 18 L/min
Air Consumption 350 L/min (12.4 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 1/2” G
Delivery Hose 10m 1/2"

5:1 Medium Pressure, Medium Volume 
Super Trolley Dispensing Kit
The ideal combination for dispensing oil in any workplace and is designed suit 
205L/180kg drums, up to 220kg drums. The 5:1 ratio pump is designed for 
handling medium to large viscosity liquids in larger sized dispensing systems.

5:1 High Pressure, High Volume 
Super Trolley Dispensing Kit
The ideal combination for dispensing oil in any workplace and is designed suit 
205L/180kg drums, up to 220kg drums. The 5:1 ratio pump is designed for 
handling medium to large viscosity liquids in larger sized dispensing systems.

Mobile Dispensing Kits
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Hand Pumps

Tecalemit Manual Hand Pumps
20L Oil Drum Pump
Hand operated drum pump ideal for transferring engine, gearbox, differential, 
hydraulic and medium viscosity oils as well as coolant in a busy workshop. 

Comes supplied with a Rieke adapter to suit 38mm threads, other Rieke 
adapters available upon request as an optional extra. Flex resistant hose, 
swivelling pump body along with a suction tube extender for use with a variety of 
20L drums which are available on the market.

20L ATF Drum Pump
Hand operated drum pump ideal for transferring transmission and hydraulic oils in 
a busy workshop.

Features an in-line hose filter for automatic transmission fluids, flex resistant hose, 
swivelling pump body and is ideal for use with a variety of 20L drums.

Catalogue Number Description

TEC50420 Hand pump to suit 20L oil drums

Catalogue Number Description

TEC51420 Manual ATF hand pump to suit 20L oil drums

Pump Specifications
Flow Rate 70ml per stroke
Adapter Rieke adapter included, to suit 38mm threads
Delivery Hose 1.2m UV stabilised, oil and flex resistant
Nozzle Drain-back nozzle holster

Pump Specifications
Flow Rate 70ml per stroke
Delivery Hose 1.2m UV stabilised, oil and flex resistant
Nozzle Drain-back nozzle holster
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Hand Pumps

60L Oil Drum Pump
Hand operated drum pump ideal for transferring engine, gearbox, differential, 
hydraulic and medium viscosity oils as well as coolant in a busy workshop.

Features a flex resistant hose, swivelling pump body and is ideal for use with a 
variety of 60L drums.

60L ATF Drum Pump
Hand operated drum pump ideal for transferring transmission and hydraulic oils in 
a busy workshop.

Features an in-line hose filter for automatic transmission fluids, flex resistant hose, 
swivelling pump body and is ideal for use with a variety of 60L drums.

Catalogue Number Description

TEC50460 Manual hand pump to suit 60L oil drums

Catalogue Number Description

TEC51460 Manual ATF hand pump to suit 60L oil drums

Pump Specifications
Flow Rate 70ml per stroke
Delivery Hose 1.2m UV stabilised, oil and flex resistant
Nozzle Drain-back nozzle holster

Pump Specifications
Flow Rate 70ml per stroke
Delivery Hose 1.2m UV stabilised, oil and flex resistant
Nozzle Drain-back nozzle holster
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Hand Pumps

Tecalemit Spring Prime Pumps
Spring prime pumps allow oil to be pressurised and released via end of hose 
control valve.

20L Oil Spring Pump
The 20L spring pump is ideal for topping up engines, gearboxes, transmissions 
and differentials. 

Features a nozzle trigger that allows you to regulate the flow and a swivelling 
pump body which eliminates annoying hose kinks. 

20L ATF Spring Pump
The 20L spring pump is ideal for use with low viscosity transmission fluids 
and lubricants.

Features a nozzle trigger that allows you to regulate the flow and a swivelling 
pump body which eliminates annoying hose kinks. 

Catalogue Number Description

TEC50520 Spring pump to suit 20L oil drums

Catalogue Number Description

TEC51520 ATF spring pump to suit 20L oil drums

Pump Specifications
Flow Rate 300ml per stroke
Delivery Hose 1.3m UV stabilised, oil and flex resistant
Nozzle Semi-automatic trigger

Pump Specifications
Flow Rate 300ml per stroke
Delivery Hose 1.3m UV stabilised, oil and flex resistant
Nozzle Semi-automatic trigger
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Hand Pumps

60L Oil Spring Pump
The 60L spring pump is ideal for topping up engines, gearboxes, transmissions 
and differentials. 

Features a nozzle trigger that allows you to regulate the flow and a swivelling 
pump body which eliminates annoying hose kinks. 

60L ATF Spring Pump
The 60L spring pump is ideal for use with low viscosity transmission fluids 
and lubricants.

Features a nozzle trigger that allows you to regulate the flow and a swivelling 
pump body which eliminates annoying hose kinks. 

Catalogue Number Description

TEC50560 Spring pump to suit 60L oil drums

Catalogue Number Description

TEC51560 ATF spring pump to suit 60L oil drums

Pump Specifications
Flow Rate 500ml per stroke
Delivery Hose 1.3m UV stabilised, oil and flex resistant
Nozzle Semi-automatic trigger

Pump Specifications
Flow Rate 500ml per stroke
Delivery Hose 1.3m UV stabilised, oil and flex resistant
Nozzle Semi-automatic trigger
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Hand Pumps

Tecalemit Rotary Pumps
Aluminium Rotary Drum Pump
The aluminium rotary drum pump is designed for transferring non-corrosive fluids, 
petrol, diesel, kerosene, transmission fluid, machine oil, lube oils, hydraulic fluids 
and anti-freeze.

Ideal for use in industrial, automotive, agricultural applications and is suitable for 
60L and 205L drums.

Cast Iron, Heavy Duty Rotary Drum Pump
The heavy duty rotary drum pump is designed for transferring non-corrosive and 
petroleum based fluids, petrol, diesel, kerosene, transmission fluid, machine and 
lube oils.

Ideal for heavy-duty use in industrial, automotive, agricultural applications and is 
suitable for 60L and 205L drums.

Catalogue Number Description

TEC60205 Aluminium rotary drum pump to suit  
60L - 205L drums

Catalogue Number Description

TEC60205P Cast iron rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 280ml per rotation
Max Viscosity 430cSt

Construction Aluminum alloy body, Ryton rotor, Ryton vane, 
Viton seal,

Adapter 2” bung adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1.1m maximum length

Pump Specifications
Flow Rate 280ml per rotation
Max Viscosity 430cSt
Construction Cast Iron body with and NBR Seals
Adapter 2” bung adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1m maximum length
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Hand Pumps

Catalogue Number Description

TEC62205 Hi-flow rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 1L per rotation
Adapter 2” BSP drum adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1m maximum length

Suitable Fluids Petrol, Diesel, Kerosene, Lube and Oils up to  
SAE 30

Hi-Flow, Heavy Duty Rotary Drum Pump
The hi-flow, heavy duty rotary drum pump is designed for dispensing or 
transferring low viscosity, non-corrosive petroleum based fluids. Ideal for  
heavy-duty use in industrial, automotive and agricultural applications.

NOTE: Suitable for oils up to SAE 30.

Hi-Flow Rotary Drum Pump
The hi-flow rotary drum pump is designed for dispensing or transferring low 
viscosity, non-corrosive petroleum based fluids. Ideal for heavy-duty use in 
industrial, automotive and agricultural application.

NOTE: Suitable for oils up to SAE 30.

Catalogue Number Description

TEC62205P Hi-flow, heavy duty rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 1L per rotation
Max Viscosity 30cSt
Adapter 2” BSP drum adapter
Delivery Hose 2m Rubber
Suction Tube Three piece, 1m maximum length

Suitable Fluids Petrol, Diesel, Methanol, Kerosene, Lube  
and Oils up to SAE 30
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Tecalemit Lever Pumps
Plastic Lever Pump
The plastic lever pump is designed for transferring water, alcohol, petrol, diesel, 
AdBlue, kerosene and lubricants. 

Ideal for light oils, paraffin, diesel, alcohol, water based chemicals, mild solvents, 
anti-freeze weaker acid and alkali solutions. Suitable for 20L, 60L and 205L drums.

NOTE: For use in 20L containers, please order the V22983 adapter.

Catalogue Number Description

TEC70205 Plastic lever pump to suit 20L, 60L 
and 205L drums

Pump Specifications
Flow Rate 350ml per stroke
Max Viscosity 216cSt

Construction Polypropylene and fibre mix body with stainless 
steel piston rod and Viton seals.

Adapter 1-1/2” and 2” bung adapter
Suction Tube Two piece telescopic, 900mm maximum length 
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Aluminium Lever Pump
Designed for transferring non-corrosive fluids such as, diesel, kerosene, 
transmission fluid, machine oil, lube oil and anti-freeze.

Do not use with organic solvents, alkalis, acids, petrol and water-based fluids.

Ideal for heavy-duty use in industrial, automotive and agricultural applications. 
Suitable for 60L and 205L drums.

Catalogue Number Description

TEC70205A Aluminium lever pump suit 60L and 205L drums

Pump Specifications
Flow Rate 350ml per stroke
Max Viscosity 216cSt
Adapter 1-1/2” and 2” bung adapter
Suction Tube One piece telescopic, 900mm maximum length 
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Bottle Pumps
Multi Purpose Bottle Pump
The Multi Purpose Bottle Pump is ideal for topping up fluids in difficult to access 
locations. Suitable for oils, automatic transmission fluids, brake fluids and general 
purpose cleaners. Not suitable for use with petrol, kerosene, turpentine and other 
combustible fluids.

Catalogue Number Description

TECBP01 1L multi purpose bottle pump

Bottle Pumps

Oil Safe® Containers
The American Made Oil Safe® Heavy Duty Containers are tough and comfortable to 
handle. These drums come in 5 different sizes and fit to any style of Oil Safe® Lid.

Oil Jugs
The oil jugs are ideal for general purpose use in the workshop. 
Suitable for oils, automatic transmission fluids, brake fluids and general purpose 
cleaners. The are acid alkali resistible and made from Polyethylene.

6.5L Manual Fluid Extractor
Portable, versatile and lightweight, this self contained unit ideal for extracting waste 
oil from motor vehicles, motor bikes, marine engines, lawn mowers, stationary 
engines, all terrain vehicles and can also be used for extracting non-lubricants 
including salt water (bilge) and water.

Complete with 3 probes to suit various dipsticks and applications.  
Ø 9.8mm OD x 1m, Ø 6.7mm OD x .85m, Ø 5.8mm OD x .85m.

Catalogue Number Description

TEC101001 1.5L Oil Safe® Container

TEC101002 2L Oil Safe® Container

TEC101003 3L Oil Safe® Container

TEC101004 4L Oil Safe® Container

TEC101005 5L Oil Safe® Container

TEC101010 10L Oil Safe® Container

Catalogue Number Description

TEC1FJ 1L Oil Jug

TEC3FJ 3L Oil Jug

TEC5FJ 5L Oil Jug

Catalogue Number Description

TEC65MFE 6.5L Manual fluid extractor
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Bottle Pumps

Oil Safe® Storage Lids
The Oil Safe® Lid is available in a variety of colours and fits the complete range 
of Oil Safe® containers from 1.5 L through to 10 L.

Oil Safe® Utility Lids
The Oil Safe® Multi-Purpose Utility Lid with large outlet hole ensures controlled 
fast pouring of lubricants. Ideal for topping off crank cases and gearboxes.

To fit a hand pump to the Utility Lid for pumping applications use the  
TEC50420 or the Oil Safe® Premium Pump TEC102309 if you require fluid 
transfer up to ISO680.

Catalogue Number Description

TEC100100 Oil Safe® Storage Lid - Beige

TEC100101 Oil Safe® Storage Lid - Black

TEC100102 Oil Safe® Storage Lid - Blue

TEC100103 Oil Safe® Storage Lid - Dark Green

TEC100104 Oil Safe® Storage Lid - Grey

TEC100105 Oil Safe® Storage Lid - Mid Green

TEC100106 Oil Safe® Storage Lid - Orange

TEC100107 Oil Safe® Storage Lid - Purple

TEC100108 Oil Safe® Storage Lid - Red

TEC100109 Oil Safe® Storage Lid - Yellow

Catalogue Number Description

TEC100200 Oil Safe® Utility Lid - Beige

TEC100201 Oil Safe® Utility Lid - Black

TEC100202 Oil Safe® Utility Lid - Blue

TEC100203 Oil Safe® Utility Lid - Dark Green

TEC100204 Oil Safe® Utility Lid - Grey

TEC100205 Oil Safe® Utility Lid - Mid Green

TEC100206 Oil Safe® Utility Lid - Orange

TEC100207 Oil Safe® Utility Lid - Purple

TEC100208 Oil Safe® Utility Lid - Red

TEC100209 Oil Safe® Utility Lid - Yellow
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Oil Safe® Stumpy Spout Lids
The Oil Safe® Stumpy Spout Lid features a 25.4mm spout opening making 
it ideal for applications where a higher lubricant flow is required, such as for 
engine oils and gear oils. Ideal for mining, heavy or light industrial, automotive, 
construction, food industries, and food industries where oil cleanliness and 
lubricant identification is critical.

Oil Safe® Mini Spout Lids
The Oil Safe® Mini Spout has a 7mm outlet diameter, making it ideal for 
lubrication jobs where equipment filler holes are small such as constant level 
oilers and machine tool.

Catalogue Number Description

TEC100500 Oil Safe® Stumpy Spout Lid - Beige

TEC100501 Oil Safe® Stumpy Spout Lid - Black

TEC100502 Oil Safe® Stumpy Spout Lid - Blue

TEC100503 Oil Safe® Stumpy Spout Lid - Dark Green

TEC100504 Oil Safe® Stumpy Spout Lid - Grey

TEC100505 Oil Safe® Stumpy Spout Lid - Mid Green

TEC100506 Oil Safe® Stumpy Spout Lid - Orange

TEC100507 Oil Safe® Stumpy Spout Lid - Purple

TEC100508 Oil Safe® Stumpy Spout Lid - Red

TEC100509 Oil Safe® Stumpy Spout Lid - Yellow

Catalogue Number Description

TEC100400 Oil Safe® Mini Spout Lid - Beige

TEC100401 Oil Safe® Mini Spout Lid - Black

TEC100402 Oil Safe® Mini Spout Lid - Blue

TEC100403 Oil Safe® Mini Spout Lid - Dark Green

TEC100404 Oil Safe® Mini Spout Lid - Grey

TEC100405 Oil Safe® Mini Spout Lid - Mid Green

TEC100406 Oil Safe® Mini Spout Lid - Orange

TEC100407 Oil Safe® Mini Spout Lid - Purple

TEC100408 Oil Safe® Mini Spout Lid - Red

TEC100409 Oil Safe® Mini Spout Lid - Yellow

Bottle Pumps
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Oil Safe® Stretch Spout Lids
The Oil Safe® Stretch Spout Lid has an outlet diameter of 12.7mm and is 
designed for use where precise pouring of lubricants is required, including  
hard-to-reach areas. Ideal for lower viscosity oils less than ISO 220.

Oil Safe® Spout Lid Hose Extensions
The Oil Safe® Stretch Spout extension hose is a flexible spout hose attachment 
for awkward to hard to reach areas. Attaches easily to the Stretch Spout lid. 

Catalogue Number Description

TEC100300 Oil Safe® Stretch Spout Lid - Beige

TEC100301 Oil Safe® Stretch Spout Lid - Black

TEC100302 Oil Safe® Stretch Spout Lid - Blue

TEC100303 Oil Safe® Stretch Spout Lid - Dark Green

TEC100304 Oil Safe® Stretch Spout Lid - Grey

TEC100305 Oil Safe® Stretch Spout Lid - Mid Green

TEC100306 Oil Safe® Stretch Spout Lid - Orange

TEC100307 Oil Safe® Stretch Spout Lid - Purple

TEC100308 Oil Safe® Stretch Spout Lid - Red

TEC100309 Oil Safe® Stretch Spout Lid - Yellow

Catalogue Number Description

TEC102020 Oil Safe® Stretch Spout Hose Extension (305mm)

TEC102021 Oil Safe® Stumpy Spout Hose Extension (265mm)

Bottle Pumps
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Oil Safe® Drum Ring
The Oil Safe® Drum Ring is designed to be used with the Oil Safe® pocket labels. 
Designed to fit all Oil Safe® containers.

Oil Safe® Label Pocket
The Oil Safe® Label Pocket is designed to be used with the Oil Safe® Drum Ring.

Catalogue Number Description

TEC201001 Oil Safe® Drum Ring

Catalogue Number Description

TEC200101 Oil Safe® Label Pocket

Bottle Pumps

Oil Safe® Label Pocket Inserts
The Oil Safe® Label Pocket Inserts are designed to be used with the Oil Safe® 
Label Pockets. Supplied in an A4 sheet of 10.

Catalogue Number Description

TEC280000 Oil Safe® Label Pocket Inserts 50 x 89mm - Beige

TEC280001 Oil Safe® Label Pocket Inserts 50 x 89mm - Black

TEC280002 Oil Safe® Label Pocket Inserts 50 x 89mm - Blue

TEC280003 Oil Safe® Label Pocket Inserts 50 x 89mm - Dark Green

TEC280004 Oil Safe® Label Pocket Inserts 50 x 89mm - Grey

TEC280005 Oil Safe® Label Pocket Inserts 50 x 89mm - Mid Green

TEC280006 Oil Safe® Label Pocket Inserts 50 x 89mm - Orange

TEC280007 Oil Safe® Label Pocket Inserts 50 x 89mm - Purple

TEC280008 Oil Safe® Label Pocket Inserts 50 x 89mm - Red

TEC280009 Oil Safe® Label Pocket Inserts 50 x 89mm - Yellow
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Bottle Pumps

Oil Safe® Label pocket Frames
The Oil Safe® Label Pocket Frames are designed to be used as an additional 
coloured identification for the Oil Safe® Label Pockets.

Oil Safe® Colour Coded Drum Ring
The Oil Safe® Colour Coded Drum Rings are a easy way to colour code your 
fluids in the workshop. Designed to fit all of the The Oil Safe® containers.

Catalogue Number Description

TEC200000 Oil Safe® Label Pocket Frame - Beige

TEC200001 Oil Safe® Label Pocket Frame - Black

TEC200002 Oil Safe® Label Pocket Frame - Blue

TEC200003 Oil Safe® Label Pocket Frame - Dark Green

TEC200004 Oil Safe® Label Pocket Frame - Grey

TEC200005 Oil Safe® Label Pocket Frame - Mid Green

TEC200006 Oil Safe® Label Pocket Frame - Orange

TEC200007 Oil Safe® Label Pocket Frame - Purple

TEC200008 Oil Safe® Label Pocket Frame - Red

TEC200009 Oil Safe® Label Pocket Frame - Yellow

Catalogue Number Description

TEC207000 Oil Safe® Colour Coded Drum Ring - Beige

TEC207001 Oil Safe® Colour Coded Drum Ring - Black

TEC207002 Oil Safe® Colour Coded Drum Ring - Blue

TEC207003 Oil Safe® Colour Coded Drum Ring - Dark Green

TEC207004 Oil Safe® Colour Coded Drum Ring - Grey

TEC207005 Oil Safe® Colour Coded Drum Ring - Mid Green

TEC207006 Oil Safe® Colour Coded Drum Ring - Orange

TEC207007 Oil Safe® Colour Coded Drum Ring - Purple

TEC207008 Oil Safe® Colour Coded Drum Ring - Red

TEC207009 Oil Safe® Colour Coded Drum Ring - Yellow
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Bottle Pumps

Tecalemit Standard Pump - Suits Oil Safe®

The Tecalemit hand operated drum pump can be used be used with the Oil 
Safe® Utility Lid (TEC100209) when matched with 3, 5 or 10 litre Oil Safe® Heavy 
Duty Container.

Comes supplied with a flex resistant hose, swivelling pump body along with a 
suction tube extender and can be used across a variety of 20L drums which are 
available on the market. It is also supplied with a Rieke adapter to suit 38mm 
threads, other Rieke adapters available upon request as an optional extra. 

Catalogue Number Description

TEC50420 Hand pump to suit 10L, 5L and 3L  
Oil Safe® Container

Pump Specifications
Flow Rate 70ml per stroke
Adapter Rieke adapter included, to suit 38mm threads
Delivery Hose 1.2m UV stabilised, oil and flex resistant
Nozzle Drain-back nozzle holster
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Bottle Pumps

Premium Pump - Oil Safe®

The Oil Safe® colour coded Premium Pump is ideal for transfer of fluids up to 
ISO680. Capable of quickly being converted to accept quick connect couplings 
and breather accessories.

The pump is designed to be used with the Oil Safe® Utility Lid (TEC100209) 
when matched with any 3, 5 or 10 litre Oil Safe® Heavy Duty Container.

Pump Specifications
Breather 3 or 10 micron breather available
Nozzle Drain-back nozzle holster

Oil Safe® Premium Pump Breather
The Oil Safe® breather to suit the Oil Safe® Premium Pump.

Catalogue Number Description

TEC920255 Premium Pump 3 micron breather

TEC920205 Premium Pump 10 micron breather

Catalogue Number Description

TEC102300 Oil Safe® Premium Pump - Beige

TEC102301 Oil Safe® Premium Pump - Black

TEC102302 Oil Safe® Premium Pump - Blue

TEC102303 Oil Safe® Premium Pump - Dark Green

TEC102304 Oil Safe® Premium Pump - Grey

TEC102305 Oil Safe® Premium Pump - Mid Green

TEC102306 Oil Safe® Premium Pump - Orange

TEC102307 Oil Safe® Premium Pump - Purple

TEC102308 Oil Safe® Premium Pump - Red

TEC102309 Oil Safe® Premium Pump - Yellow
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Oil Guns

Oil Guns
Rigid Oil Gun - 30 L/min
The RAASM oil dispensing gun is supplied with a F 1/2" swivel joint, filter  
and a high flow rate rigid terminal.

Flexible Oil Gun - 30 L/min
The RAASM oil gun is supplied with a F 1/2” inlet swivel joint, filter, flexible 
terminal and a Ø16mm semi-automatic drip-catcher nozzle.

Catalogue Number Description

33120 Oil gun

Catalogue Number Description

38025 Oil gun

Specifications
Maximum Flow Rate 30 L/min
Maximum Pressure 870psi
Inlet F 1/2” G
Seals NBR

Specifications
Maximum Flow Rate 30 L/min
Maximum Pressure 870psi
Inlet F 1/2” G
Seals NBR
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Flexible Oil Gun - 40 L/min
The RAASM oil gun is supplied with a F 1/2” inlet swivel joint, filter,  
flexible terminal and a Ø16mm semi-automatic drip-catcher nozzle.

Flexible Oil Gun - 65 L/min
The RAASM oil gun is supplied with a F 1/2” inlet swivel joint, filter,  
flexible terminal, Ø21mm semi-automatic drip-catcher nozzle and locking lever.

Catalogue Number Description

38022 Oil gun

Catalogue Number Description

37751 Oil gun

Specifications
Maximum Flow Rate 40 L/min
Maximum Pressure 1,015psi
Inlet F 1/2” G
Seals Viton

Specifications
Maximum Flow Rate 65 L/min
Maximum Pressure 1,450psi
Inlet F 1/2” G
Seals Viton

Oil Guns
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Flexible Oil Gun - 85 L/min
The RAASM high delivery oil gun is supplied with a F 3/4” inlet swivel joint, filter, 
flexible terminal, Ø35mm drip-catcher nozzle and locking lever.

Oil Gun Body - 85 L/min
The RAASM oil gun body is suitable for high delivery applications and  
comes equipped with a 3/4" F inlet swivel joint, filter, lever locking button and  
3/4" F outlet.

Catalogue Number Description

33151 High delivery oil gun

Catalogue Number Description

33150 High delivery oil gun

Specifications
Maximum Flow Rate 85 L/min
Maximum Pressure 1,450psi
Inlet F 3/4” G
Seals Viton

Specifications
Maximum Flow Rate 85 L/min
Maximum Pressure 1,450psi
Inlet F 3/4” G
Seals Viton

Oil Guns

Catalogue Number Description

TEC68721A Pre-set oil gun with digital meter

Specifications
Maximum Flow Rate 40 L/min
Maximum Pressure 1,015psi
Inlet F 1/2” G
Seals Viton

Pre-set Digital Metered Oil Gun - 30 L/min
The PIUSI K500 provides IP55 protection against dust and water ingress 
ensuring long service life in the toughest conditions. Additional features include  
an ergonomic handle, oval gear meter and a pre-set function to select the right 
quantity of fluid before dispensing.
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Metered Oil Gun - 40 L/min
The RAASM oil gun is supplied with a digital meter, F 1/2” inlet swivel joint, filter, 
flexible terminal and a Ø16mm semi-automatic drip-catcher nozzle.

The digital meter displays the delivery of the fluid, flow rates and provides a 
reset total. Different units of measure can be displayed.

Catalogue Number Description

37758 Oil gun with digital meter

Specifications
Maximum Flow Rate 40 L/min
Maximum Pressure 1,015psi
Inlet F 1/2” G
Seals Viton

Metered Oil Gun - 85 L/min
The RAASM high delivery oil gun is supplied with a F 3/4” inlet swivel joint, filter, 
flexible terminal, Ø35mm drip-catcher nozzle and locking lever.

Catalogue Number Description

33146 High delivery oil gun with digital meter

Specifications
Maximum Flow Rate 85 L/min
Maximum Pressure 1,450psi
Inlet F 3/4” G
Seals Viton

Oil Guns
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Dispensing Accessories

Dispensing Accessories
Digital Meter
The RAASM digital meter displays the delivery of the liquid, flow rates, provides 
a reset total and allows for the display of different units of measure. Suitable for a 
variety of oil and similar products from low, medium to high viscosities.

Drip Trays
The RAASM 37699 drip tray is ideal in preventing small spillages or drips under 
any dispensing system. Features a handy removable mesh upper layer for resting 
bottles or containers on when refilling.

The RAASM 88630 modular drip tray is designed to be installed underneath a 
hose reel and is an essential item for a clean and orderly workplace. Features a 
handy hook for hanging an oil gun and is supplied with a removable drip tray. 

Catalogue Number Description

37780 Digital meter

Catalogue Number Description

37699 Oil drip tray

88630 Modular oil gun drip tray

Specifications
Maximum Flow Rate 35 L/min
Maximum Pressure 1,015psi
Inlet F 1/2” G
Outlet F 1/2” G

Digital Meter Kit
The RAASM digital meter kit is designed for use with the RAASM oil bar. The 
digital meter displays the delivery of the fluid, flow rates, provides a reset total and 
allows for the display of different units of measure. Suitable for a variety of fluids 
from low, medium to high viscosities.

Catalogue Number Description

37830 Digital meter kit to suit RAASM oil bar.
Inlet connection F 1/2” + M 1/2”
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Dispensing Accessories

Wall Bracket Ø42mm
The RAASM double body mount is ideal for wall-mounting 600 and 650 Series  
Oil Pumps.

Bung Adaptor Ø42mm
The RAASM double body mount is ideal for wall-mounting 600 and 650 Series  
Oil Pumps.

Diaphragm Pump Wall Mounting Bracket
Wall mounting bracket suitable for RAASM diaphragm pumps

Flexible and Rigid Suction Tube Assembly
The RAASM 38056 and 38057 flexible and rigid suction tube assembly's are 
suited for wall mounted 600, 650 and 900 Series Oil Pumps.

The RAASM 33583 and 33585 flexible and rigid suction tube assembly's are 
suited for wall mounted Diaphragm Pumps.

Catalogue Number Description

38043 Wall bracket Ø42mm

Catalogue Number Description

38042 Bung adaptor to suit Ø42mm

Catalogue Number Description

33590 Suitable for RAASM 1/2" and 3/4" Pumps

33591 Suitable for RAASM 1" Pumps

Catalogue Number Description

38056
Suitable for wall mounted 600, 650 and  
900 Series Oil Pumps. 2m x 1 1/4" Flexible suction 
tube, 940mm Rigid suction tube & bung adaptor

38057
Suitable for wall mounted 600, 650 and  
900 Series Oil Pumps. 2m x 1 1/4" Flexible suction 
tube, 1260mm Rigid suction tube & bung adaptor

33583
Suitable for Diaphragm Pumps. 2m x 1 1/4" 
Flexible suction tube, 940mm Rigid suction tube & 
bung adaptor

33585
Suitable for Diaphragm Pumps. 2m x 1 1/4" 
Flexible suction tube, 1260mm Rigid suction tube 
& bung adaptor
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Air Filter Regulator
The RAASM air filter regulator utilises 1/4" female inlet and outlets. Supplied with 
an air pressure gauge, the unit is ideal for filtering and removing condensation 
from your air lines prolonging equipment life. 

Air Filter Regulator and Lubricator
The RAASM air filter regulator and lubricator utilises 1/4" female inlet and outlets. 
Supplied with an air pressure gauge, the unit is ideal for filtering and removal of 
condensation from your air lines and lubrication equipment.  

NOTE: 3/8 and 1/2 are available. Premium full auto drain series also available.

Catalogue Number Description

37810 Air filter regulator with pressure gauge

Catalogue Number Description

37812 Air filter regulator and lubricator  
with pressure gauge

Dispensing Accessories

Double Valve Oil Tap
The RAASM double valve oil tap features a anti-splash filter and is ideal for 
installation in an oil bar. The oil tap can be operated by raising or lowering the 
handle and has an automatic closing mechanism by simply releasing the lever.

Catalogue Number Description

37692 Double valve oil tap to suit RAASM oil bar.
Inlet connection F 1/2” + M 3/4”

Catalogue Number Description

38131 4-Way evacuation valve (203psi - 14Bar)

4-Way Evacuation Valve
The RAASM 4-way evacuation valve is used for extraction and discharge of 
waste oil fluid, hydraulic fluid, engine oil and antifreeze. F 1” G connections with 
Viton seals.
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Oil Pump System Overpressure Control Valve
Tecalemit Oil Pump System Overpressure Control Valve features a leak-proof hex 
socket screw to adjust and utilises 1/2" female inlet/outlets. Our standard relief 
valve offers protection for systems between 5-50 Bar (72-725 psi). To ensure 
safety of the system we preconfigure the relief valves to operate if the system 
pressure exceeds 40 Bar (580 psi).

Rieke Adaptor
Rieke adapter to suit 38mm threads. Note: Colour may vary

Drum Adaptor
Designed to fit 2" BSPT drums and pumps with a 34mm Ø suction tube.

Oil Drum Adaptor
Converts male 20lt pail thread to Female 2" BSP.

Catalogue Number Description

38099 Oil pump system overpressure control valve

Catalogue Number Description

TCB274 Rieke adapter to suit 38mm threads

Catalogue Number Description

V20484 Drum adaptor 

Catalogue Number Description

V22983 Drum adaptor

Dispensing Accessories

Drum Gauge
This unique mechanical measuring gauge is designed to show the level of fluid 
in a 205L drum. Seated in the drums venting bung hole, the gauge quickly and 
clearly shows the user how much fluid is left.

Can be used for most fluids including oil, diesel, petrol, water, coolant, ATF, waste 
oil and some chemicals. 

Catalogue Number Description

TEC.DG Drum gauge
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Keeping your greasing equipment easily accessible and mobile 
is vital in maintaining a streamlined work-flow. 

Tecalemit’s range of manual and air operated grease guns and 
accessories, fully mobile air operated kits for 20kg to 180kg 
drums, with optional hose reels allow for full workshop coverage 
and convenience.  
 
Teaclemit also offers a range of air operated, portable grease 
pump kits which are ideal for transferring grease from bulk 
grease bin and refilling service vehicles in the field.

greasing
equipment
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Grease Equipment

Description 62048  
20kg Drums

62074  
55kg Drums

62095 
180kg Drums

Compression Ratio 50:1 50:1 50:1

Flow Rate 1.5 kg/min 1.5 kg/min 1.5 kg/min

Air Cylinder Diameter 60mm 60mm 60mm

Air Consumption 330 L/min (11.6 cfm) 
at 116psi

330 L/min (11.6 cfm) 
at 116psi

330 L/min (11.6 cfm) 
at 116psi

Air Inlet Connection F 1/4” G F 1/4” G F 1/4” G

Fluid Outlet Connection F 3/8” G F 3/8” G F 3/8” G

Suction Tube Length 480mm 740mm 940mm

Suction Tube Diameter 30mm 30mm 30mm

Accessories
Drum Cover 65310 - Ø 310mm 65420 - Ø 420mm 65600 - Ø 600mm
Follower Plate 66310 - Ø 310mm 66400 - Ø 400mm 66590 - Ø 585mm

Description 63048 
20kg Drums

63095 
180kg Drums

Compression Ratio 65:1 65:1

Flow Rate 1.9 kg/min 1.9 kg/min

Air Cylinder Diameter 70mm 70mm

Air Consumption 440 L/min (15.5 cfm) at 116psi 440 L/min (15.5 cfm) at 116psi

Air Inlet Connection F 1/4” G F 1/4” G

Fluid Outlet Connection F 3/8” G F 3/8” G

Suction Tube Length 480mm 940mm

Suction Tube Diameter 30mm 30mm

Accessories
Drum Cover 65310 - Ø 310mm 65600 - Ø 600mm
Follower Plate 66310 - Ø 310mm 66590 - Ø 585mm

Air Operated Grease Pumps
High Pressure, Low Volume Grease Pumps
The RAASM 600 Series, 50:1 ratio grease pumps are designed for transferring 
medium to high viscosity grease at high pressures. 

High Pressure, Medium Volume Grease Pumps
The RAASM 700 Series, 65:1 ratio grease pumps are designed for transferring 
medium to high viscosity grease at high pressures. 

Air Operated Grease Pumps



51

Grease Equipment

Description 115F.91  
Stub

115F.181  
Stub

116F.181 
180kg Drums

Compression Ratio 9:1 18:1 18:1

Flow Rate 12 kg/min 17 kg/min 17 kg/min
Air Cylinder 
Diameter 115mm 115mm

Air Consumption 2800 L/min (98.8 cfm) 
at 116psi

2800 L/min (98.8 cfm) 
at 116psi

2800 L/min (98.8 cfm) 
at 116psi

Air Inlet Connection F 1/2” G F 1/2” G F 1/2” G
Fluid Outlet 
Connection F 3/4” G F 3/4” G F 3/4” G

Suction Tube 
Length 230mm 480mm 940mm

Suction Tube 
Diameter 62mm 45mm 45mm

Accessories

Drum Cover - - 10.50   
Ø 600mm

Follower Plate - - 10.60   
Ø 585mm

2" BSP M Ø45mm 
adapter - V22700 -

Description 91F.451 
180kg Drums

91C.701 
180kg Drums

115F.751 
Bulk Bins

116F.401 
180kg Drums

116F.751 
180kg Drums

Compression Ratio 45:1 70:1 75:1 40:1 75:1

Flow Rate 4.4 kg/min 3 kg/min 4.4 kg/min 10 kg/min 4.4 kg/min
Air Cylinder 
Diameter 90mm 115mm 115mm

Air Consumption
1600 L/min 
(56.5 cfm) at 
116psi

1600 L/min 
(56.5 cfm) at 
116psi

2800 L/min 
(98.8 cfm) at 
116psi

2800 L/min 
(98.8 cfm) at 
116psi

2800 L/min 
(98.8 cfm) at 
116psi

Air Inlet Connection F 1/2” G F 1/2” G F 1/2” G F 1/2” G F 1/2” G
Fluid Outlet 
Connection F 1/2” G F 1/2” G F 1/2” G F 1/2” G F 1/2” G

Suction Tube 
Length 940mm 940mm 500mm 940mm 940mm

Suction Tube 
Diameter 45mm 45mm 45mm 50.8mm 45mm

Accessories

Drum Cover 10.50   
Ø 600mm

10.50   
Ø 600mm

10.55  
Ø 600mm

10.50  
Ø 600mm

Follower Plate 10.60   
Ø 585mm

10.60   
Ø 585mm

10.65  
Ø 585mm

10.60  
Ø 585mm

Low Pressure, High Volume Grease Pumps
The RAASM 1200 Series grease pumps are designed for transferring medium to 
high viscosity grease. Ideal for mounting to drums, the high quality components 
ensure reliable operation in the harshest of environments.

High Pressure, High Volume Grease Pumps
The RAASM 900 and 1200 Series grease pumps are designed for transferring 
medium to high viscosity grease at high pressures over long distances. Ideal for 
mounting to drums the high quality components ensure reliable operation.

Air Operated Grease Pumps
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Grease Equipment

430 Series Hose Reels
RAASM’s 430 series hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. The hose reel drum 
features ribbed and rounded edges. Adjustable arms allow floor, wall or ceiling 
mounting options.

Available in swiveling and fixed base models, stainless steel version available at  
an additional cost. Fixed base model shown.

440 Series Hose Reels
RAASM’s enclosed hose reels are equipped with a swivelling base and four 
position hose guide for wall, ceiling or floor mounting. Supplied with 600mm 
inlet hose, hose buffer kits and powder coated in unobtrusive white finish, these 
are the reels of choice for modern franchise workshops looking for a smooth 
uncluttered appearance.

Catalogue Number Description Pressure

8420.501 12m x 1/4” grease,  
swivelling base 5,800psi

8420.506 15m x 3/8” grease, 
swivelling base 5,800psi

8430.501 12m x 1/4” grease,  
fixed base 5,800psi

8430.506 15m x 3/8” grease,  
fixed base 5,800psi

Catalogue Number Description Pressure

8440.501 12m x 1/4” grease,  
swivelling base 5,800psi

8440.502 18m x 1/4” grease,  
swivelling base 5,800psi

8440.505 10m x 3/8” grease,  
swivelling base 5,800psi

8440.506 15m x 3/8” grease, 
swivelling base 5,800psi

Grease Hose Reels

Hose Reels
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Grease Equipment

540 Series Hose Reels
RAASM’s fixed base hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. The hose reel drum 
features ribbed and rounded edges. Adjustable arms allow floor, wall or ceiling 
mounting options.

Stainless steel version available at an additional cost.

Catalogue Number Description Pressure

8540.501 30m x 3/8” grease - fixed base 5,800psi

Hose Reels
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Grease Equipment
Air Operated Fixed Grease Pump Kits

Catalogue Number Description

64195 Grease pump kit for 180kg drums 

Catalogue Number Description

64200 Fixed grease pump kit for 180kg drums  
with open hose reel

64210 Fixed grease pump kit for 180kg drums  
with enclosed hose reel

Air Operated Fixed  
Grease Pump Kits
RAASM air operated grease pumps are ideal for dispensing grease in the 
workplace from an independent station.

180kg Air Operated Grease Pump Kit
The RAASM grease pump kit is a complete solution for delivering grease to 
centralised dispensing systems or for localised dispensing with the supplied 
grease gun. Ideal for dispensing grease out of 180kg drums.

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Delivery Hose 4m 1/4"

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Hose Reel 12m x 1/4” swivelling mount

180kg Air Operated Fixed Grease Pump Kit  
with Hose Reels
The RAASM fixed station grease pump kit is a complete solution for delivering 
grease to centralised dispensing systems or for localised dispensing with the 
supplied grease gun. Ideal for dispensing grease out of 180kg drums.
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Grease Equipment
Portable Grease Pump Kits

Portable Grease Pump Kits
Transtainer Portable Grease Pump Kits
Tecalemit's portable pump kits are designed to connect directly to the Transtainer 
grease bin outlet port. Pump supplied with a 3" female camlock (other sizes 
available upon request).

This kit is used for grease transfer and high pressure dispensing of grease and 
open gear lubricant.

NOTE: Confirm the outlet port size before ordering.  
Air filtration and relief valve options available.

Catalogue Number Description Free Flow

TEC.90C111.TT 11:1 Portable Transtainer dispensing kit 19 kg/min

TEC.115F91.TT 9:1 Portable Transtainer dispensing kit 12 kg/min

TEC.TGT 18:1 Portable Transtainer dispensing kit 18 kg/min

TEC.63048.TT 65:1 Portable Transtainer dispensing kit 1.9 kg/min

TEC.TGHP 75:1 Portable Transtainer dispensing kit 4.4 kg/min

Portable IBC Gear Lubricant Pump Kits 
 
Tecalemit's pump kits are designed to connect directly to the IBC outlet port. 
Pump supplied with a 2" female camlock (other sizes available upon request).

The kit is used for transfer and high pressure dispensing of oils and open 
gear lubricants. 

NOTE: Confirm the outlet port size before ordering.  
Air filtration and relief valve options available.

Catalogue Number Description Free Flow

TEC.63048.IBC 65:1 Portable IBC dispensing kit 1.9 kg/min

TEC.TGHP.IBC 75:1 Portable IBC dispensing kit 4.4 kg/min
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Grease Equipment
Manually Operated Portable Grease Pump Kits

Catalogue Number Description

60410 Grease transfer pump kit for 16-30kg drums 

Catalogue Number Description

60310 Manual grease pump kit for 16-30kg drums 

Pump Specifications
Flow Rate 50g per stroke
Maximum Pressure 290psi
Drum Cover Ø 310mm
Follower Plate Ø 310mm
Delivery Hose 2m 1/2"

Pump Specifications
Flow Rate 6g per stroke
Maximum Pressure 5,800psi
Drum Cover Ø 310mm
Follower Plate Ø 310mm
Delivery Hose 2.5m 1/4"

Manually Operated Portable 
Grease Pump Kits
RAASM manually operated grease pumps are practical and functional. Suitable 
for use on unstable ground or in situations where air is not available such building 
sites, farms, workshops and servicing equipment in the field. 

16-30kg Low Pressure Grease Transfer Pump Kit
The RAASM portable grease transfer pump kit is a practical lever operated pump, 
ideal for filling gear cases, casings, hand operated grease guns, transferring to 
small drums and filling central greasing systems. Ideal for dispensing grease out 
of 16-30kg drums.

High Pressure Manual Grease Pump Kit
The RAASM high pressure manual grease pump kit is a practical lever operated 
pump for quick greasing of any motor vehicle or mechanism. Equipped with a 
grease follower plate that protects the lubricant and ensures positive priming 
it can be used on rough ground such as in farming or building sites. Ideal for 
dispensing grease out of 16-30kg drums.
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Grease Equipment

20kg Portable Grease Pump and Trolley
The RAASM mobile grease kit is a great addition to your workshop, providing 
a practical solution to dispensing grease out of 20kg drums. The two wheeled 
trolley makes transportation simple and is supplied with delivery hose and gun.

Catalogue Number Description

64031 Portable 20kg grease pump

Catalogue Number Description

64033 Portable 20kg grease pump and trolley

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Drum Cover Ø 310mm
Follower Plate Ø 310mm
Delivery Hose 4m connection hose with single swivel and gun

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Drum Cover Ø 310mm
Follower Plate Ø 310mm
Delivery Hose 4m connection hose with single swivel and gun

Air Operated Portable 
Grease Pump Kits
RAASM portable grease pumps are a safe, efficient and practical way to move 
grease in automotive workshops and industrial plants. 

20kg Portable Grease Pump with Handle
The RAASM portable grease kit is the perfect addition to your workshop, 
providing a simple solution to dispensing grease out of 20kg drums. The 
sturdy pump handle allows for easy transportation whilst attached to a grease 
drum and is supplied with delivery hose and gun.

Air Operated Portable Grease Pump Kits
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Grease Equipment
Air Operated Portable Grease Pump Kits

Catalogue Number Description

64041 Portable 55kg grease pump and trolley

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Drum Cover Ø 420mm
Follower Plate Ø 400mm
Delivery Hose 4m connection hose with single swivel and gun

55kg Grease Pump and Medium Duty Trolley Kit
The RAASM mobile grease kit is a great addition to your workshop, providing 
a practical solution to dispensing grease out of 55kg drums. The two wheeled 
trolley makes transportation simple and is supplied with delivery hose and gun.
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Grease Equipment

180kg Grease Pump and Heavy Duty Trolley Kit
The RAASM mobile grease kit is the ultimate addition to your workshop for 
dispensing grease out of 180kg drums. 

The heavy duty trolley makes transportation safe and is incredibly sturdy. 
Equipped with two fixed axle wheels and two steel swivelling castors which can 
be locked, adjustable side support for hanging accessories, drum clamping 
bracket and hose reel with dispensing gun.

Catalogue Number Description

64000 Portable 180kg grease pump and trolley

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Drum Cover Ø 600mm
Follower Plate Ø 585mm
Delivery Hose 12m hose reel with z swivel and gun

Catalogue Number Description

64001 Portable 180kg grease pump and trolley

Pump Specifications
Compression Ratio 50:1
Flow Rate 1.5 kg/min
Air Consumption 330 L/min (11.6 cfm) at 116psi
Air Inlet Connection F 1/4” G
Fluid Outlet Connection F 3/8” G
Drum Cover Ø 600mm
Follower Plate Ø 585mm
Delivery Hose 12m hose reel with z swivel and gun

180kg Grease Pump and Medium Duty Trolley Kit
The RAASM mobile grease kit is the ultimate addition to your workshop for 
dispensing grease out of 180kg drums. 

The medium duty trolley makes transportation safe and easy. Equipped with two 
fixed axle wheels and two swivelling castors which can be locked, adjustable 
side support for hanging accessories, drum clamping bracket and hose reel with 
dispensing gun.

Air Operated Portable Grease Pump Kits
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Grease Equipment
Grease Guns

Catalogue Number Description

TEC450 Heavy duty lever action grease gun

Pump Specifications
Working Pressure 10,000psi 
Delivery 1.2g per stroke
Capacity 450g cartridge or bulk filled
Connector Heavy duty 4 jaw coupler

Grease Guns
Heavy Duty Lever Action Grease Gun
The Tecalemit heavy duty, high pressure lever action grease gun features a forged 
brass head and precision ground piston which eliminates the need for unreliable 
o-ring seals. It is compatible with 450g cartridges and is and is suitable for bulk filling.

Suitable for use in underground applications, coal mines, quarrying equipment, 
transport, heavy engineering, farm machinery and automotive workshops.

Catalogue Number Description

TEC450M Heavy duty trigger action grease gun

Pump Specifications
Working Pressure 7,000psi 
Delivery 0.6g per stroke
Capacity 450g cartridge or bulk filled
Connector Heavy duty 4 jaw coupler

Heavy Duty Trigger Action Grease Gun
The Tecalemit trigger action grease gun is capable of generating up to 7,000psi. 
It comes standard with a flexible extension hose and four jaw coupler. It is 
compatible with 450g cartridges and is and is suitable for bulk filling.
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Grease Equipment

Catalogue Number Description

TECBAT450 Battery operated grease gun

Pump Specifications

Delivery Pressure 3,000psi high output mode
10,000psi low output high pressure mode

Battery Output 18VDC
Battery Capacity 1500 mAh
Charge Time 90 minutes
Capacity 450g cartridge or bulk filled
Connector Heavy duty 4 jaw coupler

Battery Operated Grease Gun
The Tecalemit battery operated grease gun features a high volume/high pressure 
switch for everyday greasing situations or tackling the occasional blocked fitting. 
It can generate up to 10,000psi, It comes with two 18V lithium-ion batteries,  
fast charger, 30” high pressure flex hose and a carrying case.

Grease Guns

Catalogue Number Description

TECAIR450P Air operated grease gun

Pump Specifications
Pressure Ratio 40:1
Air Inlet Pressure 60 - 150psi
Delivery Pressure 2,400 - 6,000psi
Recommended Pressure 90psi
Delivery 288g/min 
Capacity 450g cartridge or bulk filled
Connector Heavy duty 4 jaw coupler

Air Operated Grease Gun
The Tecalemit high pressure air operated grease gun features a continuous 
flow operation. Supplied with 450mm flex hose and coupler.
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Grease Equipment
Grease Guns

Catalogue Number Description

66880 Heavy duty grease gun - rigid terminal

66860 Heavy duty grease gun - flexible hose

Pump Specifications
Rigid Length (66880) 130mm, 165mm including coupler
Hose Length (66860) 400mm
Connector Heavy duty 4 jaw coupler
Inlet F 1/4"

Grease Gun With No Swivel
RAASM heavy duty grease gun with no swivel inlet.

Catalogue Number Description

66881 Heavy duty grease gun - rigid terminal

66888 Heavy duty grease gun - flexible hose

Pump Specifications
Rigid Length (66881) 130mm, 165mm including coupler
Hose Length (66888) 400mm
Connector Heavy duty 4 jaw coupler
Inlet F 1/4"

Grease Gun With Single Swivel
RAASM heavy duty grease gun with single swivel inlet.

Grease Gun with Z Swivel
RAASM heavy duty grease gun with z swivel inlet.

Catalogue Number Description

66882 Heavy duty grease gun - rigid terminal

66889 Heavy duty grease gun - flexible hose

Specifications
Rigid Length (66882) 130mm, 165mm including coupler
Hose Length (66889) 400mm
Connector Heavy duty 4 jaw coupler
Inlet F 1/4" with Z Swivel
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Grease Equipment
Grease Gun Accessories

Z-Swivel
Triple swivel joint with 1/4" M x 1/4" F threaded ends. Suitable for 
RAASM heavy duty grease guns.

Specifications

Hose Length 254mm - 10" 
457mm - 18"

Working Pressure 5,800psi (400bar)
Burst Pressure 13,775psi (950bar)
Connectors 1/8" BSPM on both ends

High Pressure Flexible Hoses
High pressure flex allows greasing of nipples in hard to reach places  
not accessible with rigid connectors. Ideally suited to pistol style  
grease guns set up for one handed operation. 

Catalogue Number Description

PNH3009.10 10" Short high pressure flex hose

PNH3009.10BP 10" Short high pressure flex hose (blister pack)

PNH3009.18 18" Long high pressure flex hose

PNH3009.18BP 18" Long high pressure flex hose (blister pack)

Heavy Duty Kit Bag
Multi-purpose storage for just about anything. Made from strong PVC 
and with a thick, weatherproof Velcro seal and rugged stitching, this 
bag will cop anything you throw in it!  
 
Suitable for storing TEC450, TEC450M or TECAIR450P grease guns 
and accessories.  (Grease guns and accessories not included).

Catalogue Number Description

TEC.KB Heavy Duty Kit Bag

Catalogue Number Description

66663.BP Z-swivel - 1/4" M x 1/4" F
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Grease Equipment
Grease Gun Accessories

Grease Gun Accessories
Quick Release Coupler
4 Jaw hydraulic connector with securing sleeve to maintain connection 
on grease nipples.

Catalogue Number Description

66740 4 jaw hydraulic connector

66740BP 4 jaw hydraulic connector (blister pack)

66740.90BP 90° 4 jaw hydraulic connector

Grease Connectors
Grease nipple connectors.

Catalogue Number Description

HF4016 TAT hook-on connector, 1/8" BSP

HF4020 Giant button head hook-on connector, 1/8" BSP

HF4063 TAT thrust-on connector

Hydraulic Connector 
4 jaw hydraulic connector with steel seat for high pressure connections 
to suit standard grease nipples. Passivated for corrosion protection and 
easy identification.

Catalogue Number Description

TEC18QRC Quick release coupler, 1/8” BSPT

TEC18QRC.NPT Quick release coupler, 1/8” NPT

Grease Injector Needle
Snaps into all standard grease couplers and allows greasing of sealed 
bearings and CV joints. Comes with plastic needle cover to protect when not 
in use. Needle is 38mm long, made from stainless steel.  
 
For use with hand operated grease guns only.

Catalogue Number Description

TECGNBP Grease Injector Needle
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Grease Equipment
Grease Nipple Kits

Grease Nipple Kits
Automotive Grease Nipple Assortment
Grease nipple kit complete with the following items:

•	1/8" BSPT Straight
•	1/4" SAE Taper Straight
•	M6 x 1 Straight
•	1/8" BSPT 45° Angle
•	1/4" SAE Taper Long
•	1/4" SAE Taper 45° Angle
•	M6 x 1 45° Angle

•	1/8" BSPT 67.5° Angle
•	M6 x 1 90° Angle
•	1/4" SAE 90° Angle
•	1/8" BSPT 90° Angle
•	M8 x 1 Straight
•	M10 x 1 Straight
•	Hydraulic Nipple Connector

•	1/4" BSF 67.5° Angle
•	1/8" BSPT Straight
•	1/4" SAE Taper Straight
•	1/4" SAE Taper Long Straight
•	1/4" SAE Taper 45° Angle
•	1/4" BSP Straight
•	5/16" BSF Straight
•	5/16" BSF 67.5° Angle

•	1/8" NPT 67.5° Angle
•	1/8" BSPT 67.5° Angle
•	1/4" SAE 90° Angle
•	1/8" NPT 90° Angle
•	1/8" NPT Straight
•	1/4" BSF Straight
•	1/8" BSPT 90° Angle

Industrial Grease Nipple Assortment
Grease nipple kit complete with the following items:

Catalogue Number Description

V4679 Automotive grease nipple kit

Catalogue Number Description

V4675 Industrial grease nipple kit

•	M8 x 1.25 Straight
•	M8 x 1 Straight
•	M6 x 1 90° Angle
•	M6 x 1 Straight
•	M8 x 1.25 90° Angle
•	M8 x 1 90° Angle
•	M6 x 1 45° Angle

•	M6 x 1 Self Tapping Straight
•	M8 x 1.25 45° Angle
•	M8 x 1 45° Angle
•	M10 x 1 Straight
•	M10 x 1 45° Angle
•	M10 x 1 90° Angle
•	M8 x 1 Self Tapping Straight

Metric Grease Nipple Assortment
Grease nipple kit complete with the following items:

Catalogue Number Description

V4676 Metric grease nipple kit
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Grease Equipment
Grease Nipple Packs

Grease Nipples Blister Packs
Available in blister packs of 10.

Catalogue Number Description

H1BP 1/4" BSF Straight
H12BP 5/16" BSF Straight
H123BP 1/4" UNF Straight Short Thread
H127BP 1/4" SAE Taper Long Straight
H15BP M8 x 1.25 Straight
H158BP M8 x 1 Self Tapping Straight
H161BP M6 x 1 Straight
H162BP M8 x 1 Straight
H163BP M6 x 1 Self Tapping Straight
H185BP 1/4" UNF Straight Long Thread
H204BP M10 x 1 Straight
H28BP 1/8" NPT Straight
H29BP 1/8" BSPT Straight
H3BP 1/4" SAE Taper Straight
H48BP 1/4" BSP Straight
H78BP 1/4" Straight (Drive Fit)
HA107BP 1/4" SAE 90° Angle
HA165BP M6 x 1 90° Angle
HA168BP M6 x 1 45° Angle
HA169BP M8 x 1 90° Angle
HA172BP M8 x 1 45° Angle
HA173BP M8 x 1.25 90° Angle
HA176BP M8 x 1.25 45° Angle
HA20BP 5/16" BSF 67.5° Angle
HA205BP M10 x 1 45° Angle
HA206BP M10 x 1 90° Angle
HA34BP 1/8" BSPT 45° Angle
HA37BP 1/8" NPT 67.5° Angle
HA39BP 1/8" BSPT 67.5° Angle
HA43BP 1/8" NPT 90° Angle
HA44BP 1/8" BSPT 90° Angle
HA52BP 1/4" BSPT 45° Angle
HA7BP 1/4" SAE Taper 45° Angle
HA8BP 1/4" BSF 67.5° Angle
T46BP 1/8" BSP TAT Button head
T52BP 1/4" BS TAT One Piece
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Grease Equipment
Grease Nipple Packs

Grease Nipple Bulk Packs
Available in bulk packs of 100.

Catalogue Number Description

H1 1/4" BSF Straight
H12 5/16" BSF Straight
H123 1/4" UNF Straight Short Thread
H127 1/4" SAE Taper Long Straight
H15 M8 x 1.25 Straight
H158 M8 x 1 Self Tapping Straight
H161 M6 x 1 Straight
H162 M8 x 1 Straight
H163 M6 x 1 Self Tapping Straight
H185 1/4" UNF Straight Long Thread
H204 M10 x 1 Straight
H28 1/8" NPT Straight
H29 1/8" BSPT Straight
H3 1/4" SAE Taper Straight
H48 1/4" BSP Straight
H78 1/4" Straight (Drive Fit)
HA107 1/4" SAE 90° Angle
HA165 M6 x 1 90° Angle
HA168 M6 x 1 45° Angle
HA169 M8 x 1 90° Angle
HA172 M8 x 1 45° Angle
HA173 M8 x 1.25 90° Angle
HA176 M8 x 1.25 45° Angle
HA20 5/16" BSF 67.5° Angle
HA205 M10 x 1 45° Angle
HA206 M10 x 1 90° Angle
HA34 1/8" BSPT 45° Angle
HA37 1/8" NPT 67.5° Angle
HA39 1/8" BSPT 67.5° Angle
HA43 1/8" NPT 90° Angle
HA44 1/8" BSPT 90° Angle
HA52 1/4" BSPT 45° Angle
HA7 1/4" SAE Taper 45° Angle
HA8 1/4" BSF 67.5° Angle
T46 1/8" BSP TAT Button head
T52 1/4" BS TAT One Piece
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Complementing Tecalemit’s range of delivery systems 
is our extensive offering of innovative waste oil and 
handling equipment. 

Pedestal drainers, mobile and pit mounted waste oil drainers 
and 65 to 115 litre gravity waste oil drainers. These products 
come with a range of options and features that can be 
integrated into modern workshop designs to all but eliminate 
waste oil spillage and exposure.

No workshop is complete without the ability to maintain a safe 
working environment. Tecalemit offers a vast range of ancillary 
products to complement any workspace. From spill response 
kits, drainers and oil bunding. Tecalemit has you covered.

waste oil and
oil bunding
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Oil Drainers

Oil Drainers
Low Profile Waste Oil Floor Drainer
The RAASM low profile, wheel mounted floor drainer suitable for truck workshops 
or where a hoist or pit is not available. 

Features: anti splash-screen, 95 litre capacity, fold away push bar, castors and 
vacuum transfer pump.

Waste Oil Floor Drainer
The RAASM waste oil floor drainer is suitable for gravity draining of engine, 
gearbox and differential oil from all motor vehicles. 

Features: anti-splash screen which can be used for supporting oil filters, 50 litre 
capacity, fold away push bar and castors.

Catalogue Number Description

42072 Low profile waste oil floor drainer  
(quick-release connector)#

42073 Low profile waste oil floor drainer (pneumatic)*

Catalogue Number Description

42069 Waste oil floor drainer

Specifications
Capacity 95L
Wheels 2 castors and 2 fixed

Emptying
#42072 model - 3/4" male quick-release connector 
*42073 model - 33070 pump (23L/min 1:1 ratio)

Specifications
Capacity 50L
Wheels 4 castors
Emptying Suction
Equipped With 3/4" male quick release connector

42073 Model
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Pit Waste Oil Drainer
The RAASM pit waste oil drainer is suitable for gravity draining of engine, gearbox 
and differential oil from all motor vehicles placed over a pit. 

Features: anti-splash screen which can be used for supporting oil filters, 65 litre 
capacity, adjustable carriages and a removable splash-guard.

Pit Waste Oil Drainer
The RAASM pit waste oil drainer is suitable for gravity draining of engine, gearbox 
and differential oil from all motor vehicles placed over a pit. 

Features: anti-splash screen which can be used for supporting oil filters, 65 litre 
capacity and adjustable carriages.

Pedestal Oil Drainer
The Pedestal Drainer is designed for the handling and disposal of waste oil 
and waste ATF. The drain bowl is on a telescoping stand with a positive friction 
lock and a non-tip base. The oil drain has a minimum height of 1200mm and a 
maximum height when fully extended of 1900mm.

The drain bowl is detachable from the base for easy disposal of waste lubricants 
and transmission fluids, the square catchment bowl has a 20L holding capacity.

Catalogue Number Description

42060 Waste oil pit drainer

Catalogue Number Description

42061 Waste oil pit drainer

Catalogue Number Description

TEC6118 Pedestal oil drainer

Specifications
Capacity 65L
Wheels Adjustable carriage width - 750mm to 1200mm
Emptying Suction
Equipped With Ø30mm hose holder

Specifications
Capacity 110L
Wheels Adjustable carriage width - 840mm to 1250mm
Emptying Suction
Equipped With 3/4" male quick-release connector
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Gravity Waste Oil Drainers
Mobile waste oil drainers are designed to collect, store and carry waste oil and 
coolant from the service bay to bulk waste oil storage. 

80L Economy Mobile Waste Oil Drainer
The RAASM mobile waste oil drainer is ideal for quick engine oil changes of any 
motor vehicle. Features: bowl mounted on adjustable support, 2m integrated 
drainage hose, sight gauge, two fixed axle wheels and two swivelling castors.

65L Mobile Waste Oil Drainer
The RAASM mobile waste oil drainer is ideal for quick engine oil changes of any 
motor vehicle. Features: wide profile anti splash bowl mounted on adjustable 
support, 2m integrated drainage hose, sight gauge, two fixed axle steel wheels 
and two swiveling castors.

Catalogue Number Description

42065 Mobile waste oil drainer

Catalogue Number Description

42085 Mobile waste oil drainer

Specifications
Total Capacity 65L
Bowl Capacity 15L
Max Drainage Pressure 7psi

Specifications
Total Capacity 80L
Bowl Capacity 15L
Max Drainage Pressure 7psi

Mobile Waste Oil Drainers



73

Waste Oil and Oil Bunding

90L Mobile Waste Oil Drainer
The RAASM mobile waste oil drainer is ideal for quick engine oil changes of any 
motor vehicle. Features: wide profile anti splash bowl mounted on adjustable 
support, 2m integrated drainage hose, sight gauge, two fixed axle steel wheels 
and two swivelling castors.

Oil Transfer Kit
The RAASM wall mounted oil transfer kit is a practical solution for draining 
movable equipment such as waste oil suction drainers quick-coupling valves. 
Wall mounting enables connection to a fixed system for discharging the waste 
fluids directly into a storage tank.

Catalogue Number Description

42090 Mobile waste oil drainer

Catalogue Number Description

33125 Oil transfer kit

Specifications
Total Capacity 90L
Bowl Capacity 15L
Max Drainage Pressure 7psi

Specifications
Compression Ratio 1:1
Flow Rate 23 L/min
Air Cylinder Diameter 60mm
Air Consumption 230 L/min (8.1 ctm) at 116psi
Air Inlet Connection F 1/4" G
Fluid Outlet Connection F 1/2" G

Mobile Waste Oil Drainers
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Mobile Waste Oil Drainers

Suction Waste Oil Drainers
Waste oil evacuators take oil draining convenience and efficiency to the next level 
by sucking hot oil from engines and transmissions via the dipstick tube. 

90L Combination Oil Evacuator/Drainer
The RAASM mobile oil evacuator/drainer combines convenience and efficiency 
of gravity draining or air evacuation. Features: wide profile bowl with anti splash 
screen, 2m suction and drain hoses, suction probes, reservoir mounted tool tray.

Catalogue Number Description

44090 Mobile combination oil evacuator/drainer

Specifications
Total Capacity 90L
Bowl Capacity 15L
Suction Speed 1.5 - 2 L/min
Total Suction Capacity 60 - 65L

115L Pantograph Oil Evacuator/Drainer
The RAASM pantograph oil evacuator/drainer is designed for workshops without 
pits or hoists. The pantograph mounted drain tray can be used at floor level or 
raised. The unit doubles as an evacuator with a set of suction probes included.

65L Universal Washing Tank
The RAASM universal wash tank is ideal for quick washing of mechanical parts 
and general components.   
Important: Do not use corrosive liquids with a flashpoint below 55ºC that can 
give off toxic and harmful fumes. Use specific chemical products for washing 
mechanical parts, according to the instructions supplied by the manufacturer.

Catalogue Number Description

46215 Mobile pantograph oil evacuator/drainer

Catalogue Number Description

70365 Universal washing tank

Specifications
Total Capacity 115L
Bowl Capacity 50L
Suction Speed 1.5 - 2 L/min
Total Suction Capacity 85 - 90L

Specifications
Tank Capacity 65L (Washing Tank 50L)
Max Working Pressure 7.2 psi
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Air Operated Diaphragm Pumps

Air Operated Diaphragm Pumps
The RAASM range of diaphragm pumps are extremely versatile and can be 
mounted on wall brackets, trailers, moving machinery, drums or large reservoirs 
and are suitable for a wide variety of applications.

Diaphragm Pump - 1/2" 60 L/min
The RAASM 120-PB series diaphragm pump is made from a combination of 
polypropylene body and wetted parts with an aluminium motor and internal  
flanges making it a reliable pump in extreme conditions.

The double inlets are ideal for mixing together two different kinds of liquids,  
i.e. water and anti-freeze.

Catalogue Number Description

2B8.16117NH5 Polypropylene diaphragm pump

Pump Specifications
Compression Ratio 1:1
Flow Rate 60 L/min
Air Consumption 400 L/min (14.1 cfm) at 116psi
Air Inlet Connection F 3/8” G
Fluid Inlet Connection F 3/4” G 
Fluid Outlet Connection F 1/2” G
Seals NBR
Max Solids Diameter 1.5mm

Diaphragm Pump - 1" 170 L/min
The RAASM APPB-1 diaphragm pump is made from a combination of 
polypropylene body and aluminium with membranes in PTFE+Hytrel®, seats and 
balls in stainless steel AISI 316.

Ideal for transferring oil, waste oil, diesel, AdBlue, antifreeze, water, paint and 
cleaning detergent.

Catalogue Number Description

2B4.26117TTI Polypropylene diaphragm pump

Pump Specifications
Compression Ratio 1:1
Flow Rate 170 L/min
Air Inlet Connection F 3/8” G
Fluid Inlet Connection F 1 1/4” G
Fluid Outlet Connection F 1 1/4” G
Seals PTFE
Max Solids Diameter 3mm



76

Waste Oil and Oil Bunding
Air Operated Diaphragm Pumps

Diaphragm Pump - 3/4" 70 L/min
The RAASM 340-AB series diaphragm pump is made from die-cast aluminium 
with high-quality components making it a reliable pump in extreme conditions.

Ideal for transferring oil, diesel, water, mineral and vegetable oils, abrasive fluids 
and fluids with suspended solids.

Catalogue Number Description

33.2011NHHV2 Aluminium diaphragm pump

Pump Specifications
Compression Ratio 1:1
Flow Rate 70 L/min
Air Consumption 500 L/min (17.5 cfm) at 116psi
Air Inlet Connection F 3/8” G
Fluid Inlet Connection F 3/4” G
Fluid Outlet Connection F 3/4” G
Seals NBR
Max Solids Diameter 1.5mm

Diaphragm Pump - 1" 170 L/min
The RAASM 1000-AB series diaphragm pump is made from die-cast aluminium 
with high-quality components making it a reliable pump in extreme conditions.

Ideal for transferring oil, diesel, water, mineral and vegetable oils, abrasive fluids 
and fluids with suspended solids.

Catalogue Number Description

33.2611NHHV2 Aluminium diaphragm pump

Pump Specifications
Compression Ratio 1:1
Flow Rate 170 L/min
Air Consumption 1200 L/min (42 cfm) at 116psi
Air Inlet Connection F 3/8” G
Fluid Inlet Connection F 1 1/4” G
Fluid Outlet Connection F 1” G
Seals NBR
Max Solids Diameter 3mm
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Diaphragm Pump - 1 1/2" 480 L/min
The RAASM 1120-AB series diaphragm pump is made from die-cast aluminium 
with high-quality components making it a reliable pump in extreme conditions.

Ideal for transferring oil, diesel, water, mineral and vegetable oils, abrasive fluids 
and fluids with suspended solids.

Catalogue Number Description

3C1.40111NHH Aluminium diaphragm pump

Pump Specifications
Compression Ratio 1:1
Flow Rate 480 L/min
Air Consumption 3400 L/min (120 cfm) at 87psi
Air Inlet Connection F 3/4” G
Fluid Inlet Connection F 2” G
Fluid Outlet Connection F 1 1/2” G
Seals NBR
Max Solids Diameter 5.5mm
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Shelf Drip Tray
The Shelf Drip tray features a 5L catching bucket and is ideal for use when 
storing and decanting from 20 litre drums on a shelf but can be used with 
smaller sizes.

Catalogue Number Description

TECDRIPTRAY Shelf drip tray

Oil Bunding

Oil Bunding
Secondary containment regulations require that all drums and other primary 
containers are stored in a bunded area. This area must be able to contain 110% 
of the largest container or 25% of the total, whichever is the greater.

Our range of spill containment pallets are made from UV stabilised HDPE 
and provide greater strength and chemical resistance than similar products 
contaminated with recycled materials. 

Oil and Fuel Spill Kit
120 litre yellow wheelie bin with a range of components for pooled spills with an 
absorbent capacity of 61 litres. 
 
Kit Includes: x1 Oil and Fuel Bin Front Label-Self Adhesive, x2 Oil and fuel 
absorbent mini boom 1.2m x 7.5cm, x25 Standard duty oil and fuel absorbent 
pads 45cm x 45cm, x1 28 litre bag peat oil and fuel absorbent,  
x2 100micron polyethylene contaminated waste disposal bag 140cm x 50cm,  
x1 Pair of gloves 450mm long, x1 Instructions, x1 Dust pan and nylon brush,  
x2 Oil and fuel bin side label.

Catalogue Number Description

TECSKHE120CS Oil and fuel spill kit
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Oil Bunding

Drum Protector Lids
Drum protector lids fit neatly over standard 205L drums to prevent any ingress of 
water, dirt or dust. Made from tough polyethylene, these drum lids will not rust or 
corrode and are resilient enough to withstand palletised stacking.

Drum Cover
Drum covers fit neatly over standard 205L drums to prevent any ingress of water, 
dirt or dust. Made from strong durable PVC and rugged stitching they will stand 
up to the harsh conditions of being left in the sun, day after day.

Catalogue Number Description

TECDPL Drum protector lids to suit 205L drums

Catalogue Number Description

TECDRUMCOVER Drum cover to suit 205L drums

205L Drum Spill Container Trolley
Mobile liquid dispensing and spill containment unit. 100% recyclable polyethylene 
construction with double walled construction for strength and leak security.  
Sump Capacity of 250 litres.

Catalogue Number Description

TECDS205CT 205L drum spill container trolley
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Drum Bunding

Two Drum Spill Bund 
Suitable for up to two 205L drums on this and capture leaks, drips and spills 
of non-flammable liquids. These containment bunds are also known as spill 
pallets and have been designed by Australians in Australia for our unique and 
harsh conditions.

Dimensions: 1240mm width x 510mm height x 640mm deep.

Catalogue Number Description

TECDB2G Two drum spill bund

Three Drum Spill Bund 
Use these drum bunds to store up to three 205L drums and capture leaks, drips 
and spills of non-flammable liquids. These containment bunds are also known 
as spill pallets and are ideal to position along a wall or walkway when space is 
limited. They have been designed by Australians in Australia for our unique and 
harsh conditions.

Dimensions: 1820mm width x 350mm height x 630mm deep.

Catalogue Number Description

TECDB3G Three drum spill bund

Four Drum Spill Bund  
Suitable for up to four 205L drums on this and capture leaks, drips and spills of 
non-flammable liquids. These containment bunds are also known as spill pallets 
and have been designed by Australians in Australia for our unique and harsh 
conditions.

Dimensions: 1230mm width x 280mm height x 1230mm deep.

Catalogue Number Description

TECDB4G Four drum spill bund
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Drum Bunding Covers

Two Drum Bund Cover
This twin drum bund cover has been designed to prevent rainwater ingress into 
the bund when storing drums outdoors. This in turn reduces the likelihood of any 
spilled liquid overflowing the bund.

If your bund sump fills with rainwater (or any other kind of debris) and then one of 
your containers leaks, the capacity of the sump becomes severely compromised. 
It’s widely regarded as best practice that a bund should include a sump capacity 
of at least 110% of the largest container stored on it to be deemed compliant.

Catalogue Number Description

TECDB2C Two drum bund cover

Four Drum Bund Cover
This four drum bund cover has been designed to prevent rainwater ingress into 
the bund when storing drums outdoors. This in turn reduces the likelihood of any 
spilled liquid overflowing the bund.

If your bund sump fills with rainwater (or any other kind of debris) and then one of 
your containers leaks, the capacity of the sump becomes severely compromised. 
It’s widely regarded as best practice that a bund should include a sump capacity 
of at least 110% of the largest container stored on it to be deemed compliant.

Catalogue Number Description

TECDB4C Four drum bund cover
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Single IBC Bund
Store up to one IBC (intermediate bulk containers) on this containment bund to 
capture leaks, drips and spills. These containment bunds are also known as spill 
pallets and have been designed by Australians in Australia for our unique and 
harsh conditions.

Dimensions: 1900mm width x 750mm height x 1500mm deep.

Dual IBC Bund
Store two IBCs (intermediate bulk containers) bulk boxes on this containment 
bund to capture leaks, drips and spills. These containment bunds are also known 
as spill pallets and have been designed by Australians in Australia for our unique 
and harsh conditions.

Dimensions: 2600mm width x 660mm height x 1480mm deep.

Catalogue Number Description

TECDBSIBC Single IBC bund

Catalogue Number Description

TECDBDIBC Dual IBC bund

IBC Bunding
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Single IBC Cover
This IBC spill pallet cover has been designed to prevent rainwater ingress into 
the bund when storing IBCs or bulk boxes outdoors. This in turn reduces the 
likelihood of any spilled liquid overflowing the bund.

If your bund sump fills with rainwater (or any other kind of debris) and then one of 
your containers leaks, the capacity of the sump becomes severely compromised. 
It’s widely regarded as best practice that a bund should include a sump capacity 
of at least 110% of the largest container stored on it to be deemed compliant.

Catalogue Number Description

TECDB1150C Single IBC bund cover

Dual IBC Bund Cover
The double IBC bund covers have been designed to prevent rainwater ingress 
into the bund when storing IBCs or bulki boxes outdoors. This in turn reduces the 
likelihood of any spilled liquid overflowing the bund.

If your bund sump fills with rainwater (or any other kind of debris) and then one of 
your containers leaks, the capacity of the sump becomes severely compromised. 
It’s widely regarded as best practice that a bund should include a sump capacity 
of at least 110% of the largest container stored on it to be deemed compliant.

Catalogue Number Description

TECDBDIBCC Dual IBC bund cover

Single IBC Cover
IBC/Tote Cover - designed to protect a 1000 litre IBC Container and its contents 
from the effects of the weather.

Features: Premium quality 670gsm tear step, reinforced spread coated PVC with 
gloss acrylic lacquer. Temperature range -20ºC to 70ºC. Fire rated AS1530 Part 2 
laboratory tests show when the ignition source is removed the fabric immediately 
self extinguishes. 

Catalogue Number Description

TECIBCCOVER Single IBC bund cover

IBC Bunding Covers
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Dangerous Goods Cabinets
60L Indoor Storage Cabinet
Store up to 60 litres of dangerous goods in this Class 3 flammable safety 
storage cabinet. It is ideal for storing small quantities of flammable substances 
in smaller areas.

100L Indoor Storage Cabinet
Store up to 100 litres of dangerous goods in this Class 3 flammable safety 
storage cabinet. It is ideal for storing small quantities of flammable substances 
in smaller areas.

250L Indoor Storage Cabinet
Store up to 250 litres of dangerous goods in this Class 3 flammable safety 
storage cabinet. It is ideal for storing small quantities of flammable substances 
in smaller areas.

Catalogue Number Description

TECSCI60 60L Indoor Storage Cabinet

Catalogue Number Description

TECSCI100 100L Indoor Storage Cabinet

Catalogue Number Description

TECSCI250 250L Indoor Storage Cabinet

Specifications
Dimensions 595mm x 475mm x 1005mm
Weight 65kg

Specifications
Dimensions 1110mm x 510mm x 800mm
Weight 95kg

Specifications
Dimensions 1115mm x 520mm x 1850mm
Weight 168kg

Dangerous Goods Cabinets
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80L Outdoor Storage Cabinet
Store up to 80 litres of dangerous goods in this Class 3 flammable safety 
storage cabinet and to capture and prevent any accidental spills.

160L Outdoor Storage Cabinet
Store up to 160 litres of dangerous goods in this Class 3 flammable safety 
storage cabinet and to capture and prevent any accidental spills.

Catalogue Number Description

TECSCI80 80L Indoor Storage Cabinet

Catalogue Number Description

TECSCI160 160L Indoor Storage Cabinet

Specifications
Dimensions 1058mm x 698mm x 1465mm

Specifications
Dimensions 1058mm x 982mm x 1380mm

Dangerous Goods Cabinets
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air, water and
chemical
equipment

Tecalemit has a range of hose reels and dispensing products to 
cater for your air, water and chemical handling needs. Our wide 
range of air and water hose reels are ideal for any workshop and 
come in enclosed or open configurations.
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Air, Water Hose Reels
260 Series Hose Reel
RAASM’s enclosed hose reels are equipped with adjustable support and wall 
bracket with bayonet hooking. Suitable for the distribution of compressed air or 
low pressure delivery of water.

300 Series Hose Reel
RAASM’s enclosed hose reels are equipped with adjustable support and wall 
bracket with bayonet hooking. Suitable for the distribution of compressed air or 
low pressure delivery of water and features an outlet swivel joint.

Catalogue Number Description Pressure

89109 11m x 5/16" air or water, swivelling 290psi

Catalogue Number Description Pressure

93108.106 15m x 3/8" PU hose 290psi

Hose Reels

430 Series Hose Reels
RAASM’s 430 series hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. Available in swiveling 
and fixed base models, stainless steel version available at an additional cost. 
Fixed base model shown.

Catalogue Number Description Pressure

8420.101 12m x 3/8” air or water, swivelling 290psi

8420.104 15m x 1/2” air or water, swivelling 290psi

8430.101 12m x 3/8” air or water, fixed base 290psi

8430.104 15m x 1/2” air or water, fixed base 290psi
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440 Series Hose Reels
RAASM’s enclosed hose reels are equipped with a swivelling base and four 
position hose guide for wall, ceiling or floor mounting. Supplied with 500mm inlet 
hose and hose buffer kits and powder coated in unobtrusive white finish, these 
are the reels of choice for modern franchise workshops looking for a smooth 
uncluttered appearance.

Catalogue Number Description Pressure

8440.101 12m x 3/8” air or water, 
swivelling base 290psi

8440.102 18m x 3/8” air or water, 
swivelling base 290psi

8440.103 10m x 1/2” air or water, 
swivelling base 290psi

8440.104 15m x 1/2” air or water, 
swivelling base 290psi

540 Series Hose Reels
RAASM’s fixed base hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. The hose reel drum 
features ribbed and rounded edges. Adjustable arms allow floor, wall or ceiling 
mounting options.

Stainless steel version available at an additional cost.

Catalogue Number Description Pressure

8540.102 20m x 3/4” air or water - fixed 290psi

8540.103 15m x 1” air or water - fixed 290psi

8542.103 15m x 1" stainless steel 
air or water - fixed 290psi

Hose Reels

High Pressure Wash Down Reel
RAASM's full stainless steel hose reel with swivelling base is suitable for high 
pressure hot water to 130°C. AISI304 stainless steel swivel, black synthetic 
hose with galvanised steel fittings and Teflon seals.

Catalogue Number Description Pressure

8422.354 15m x 3/8” hot water - fixed 5,800psi
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Hand Pumps
Chemical Rotary Drum Pump
The chemical rotary drum pump is designed for transferring aggressive chemicals 
such as esters, alcohols, alkali, acids, hydrocarbons, petrol, diesel, machine oil, 
thinners, petroleum based fluids and water based chemicals.

Please note that this product is not suitable for use with all chemicals and 
solvents. Please contact Tecalemit to confirm suitability prior to use.

Ideal for heavy-duty use in industrial, automotive, agricultural applications and is 
suitable for 60L and 205L drums.

Catalogue Number Description

TEC64205 Chemical rotary pump to suit 60L - 205L drums

Pump Specifications
Flow Rate 300ml per rotation

Construction Made from Polypropylene and Stainless Steel  
with PTFE seals

Adapter 2” bung adapter
Delivery Hose Not supplied
Suction Tube Three piece, 1m maximum length

Hand Pumps

Siphon Drum Pump
Ideal for transferring various water-based solvents, kerosene and light oils.

Not recommended for use with petrol, diesel, aggressive solvents or other 
flammable materials.

Catalogue Number Description

TEC80205 Siphon drum pump

Pump Specifications
Adapter 2” bung adapter
Delivery Hose 1.3m Polyethylene
Suction Tube 850mm
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Dispensing Accessories
Water and Anti-Freeze Dispensing Nozzle
The water and anti-freeze dispensing nozzle features a 3/8” BSP inlet,  
robust lever and rigid end.

Water Dispensing Gun
The RAASM water dispensing gun is supplied with a F 1/2" swivel joint, filter and 
a high flow rate rigid terminal.

Metered Water Dispensing Gun
The RAASM water dispensing gun is supplied with a digital meter, F 1/2” inlet 
swivel joint, filter and a high flow rate rigid terminal.

The digital meter displays the delivery of the fluid, flow rates and provides a 
reset total. Different units of measure can be displayed.

Digital Meter for Coolant and Windshield Liquid
The RAASM digital meter displays the delivery of the liquid, flow rates, provides 
a reset total and allows for the display of different units of measure. Suitable for a 
variety of fluids from low, medium to high viscosities.

Catalogue Number Description

893 Water dispensing gun

Catalogue Number Description

33445 Water dispensing gun

Catalogue Number Description

37764 Metered water dispensing gun

Catalogue Number Description

37785 Digital meter for coolant and windshield liquid

Dispensing Accessories
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diesel and  
adblue equipment

Tecalemit has a wide range of fluid dispensing, metering and 
storage solutions for your workplace. Our fluid range includes:

Pumps
Tecalemit’s range of pumps cater for just about any situation 
imaginable. Versatile hand and electric pumps for dispensing 
explosive liquids (petrol, kerosene, AdBlue and diesel fuel) 
suitable for drum and tank designs of all varieties.

Transfer Kits, Dispensing and Metering Solutions
Moving volatile fluids easily and safely is of utmost importance. 
That's why Tecalemit offers a range of solutions to dispense 
explosive liquids in the field or workplace. Our complete 
solutions feature integrated tank kits, drum mounted kits, 
in-line fuel meters and mini bowser’s with electronic metering 
and capable of multi-user control, pre-selected dispensing, 
memory storage of the last 255 operations and vehicle 
registration identification.

Diesel and AdBlue Transport Tanks
Safe reliable storage of fuels and flammable liquids is critical. 
Tecalemit has a range of storage tanks equipped with 12V 
pumps for diesel and AdBlue, durable hoses, automatic nozzles 
and storage cells which are impact resistant and UV stabilised.



94

Diesel and AdBlue Equipment

Fuel Nozzles
Manual Fuel Nozzle
The PIUSI manual fuel nozzle is still the point of reference in the field for 
manual dispensing of fuels. Equipped with a strong aluminium housing 
with an integrated swivel connector and a hammer-free valve,  
it functions with low loss of head and is indicated for flow capacities  
up to 120 L/min.

Catalogue Number Description

TEC641130 Manual fuel nozzle

Specifications
Flow Rate Up to 120 L/min
Inlet 1" BSP female
Spout 25mm Ø
Weight 700g
Suitable Fluids Biodiesel, Diesel, Petrol and Oil

Fuel Nozzle With Automatic Shut-off 
The PIUSI fuel nozzle is equipped with an automatic shut off when 
the tank is full and an integrated swivel connector they conform to the 
strictest safety requirements and bear all necessary certifications.

Catalogue Number Description

TEC610020 Fuel nozzle with auto shut-off

Specifications
Flow Rate 120 L/min
Inlet 1" BSP female
Spout 29mm Ø
Weight 1.93kg
Suitable Fluids Diesel and Petrol

Fuel Nozzles
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Diesel Hose Reels

Diesel Hose Reels 
540 Series Hose Reels
RAASM’s fixed base hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. The hose reel drum 
features ribbed and rounded edges. Adjustable arms allow floor, wall or ceiling 
mounting options.

Supplied with: antistatic rubber hoses, zinc plated steel couplings, brass swivel 
joints and viton seals.

Catalogue Number Description Pressure

8540.602 20m x 3/4” Fixed Base 145psi

8540.603 15m x 1” Fixed Base 145psi
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Tecalemit Rotary Pumps
Aluminium Rotary Drum Pump
The aluminium rotary drum pump is designed for transferring non-corrosive fluids, 
petrol, diesel, kerosene, transmission fluid, machine oil, lube oils, hydraulic fluids 
and anti-freeze.

Ideal for use in industrial, automotive, agricultural applications and is suitable for 
60L and 205L drums.

Cast Iron, Heavy Duty Rotary Drum Pump
The heavy duty rotary drum pump is designed for transferring non-corrosive and 
petroleum based fluids, petrol, diesel, kerosene, transmission fluid, machine and 
lube oils.

Ideal for heavy-duty use in industrial, automotive, agricultural applications and is 
suitable for 60L and 205L drums.

Catalogue Number Description

TEC60205 Aluminium rotary drum pump to suit  
60L - 205L drums

Catalogue Number Description

TEC60205P Cast iron rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 280ml per rotation
Max Viscosity 430cSt

Construction Aluminum alloy body, Ryton rotor, Ryton vane, 
Viton seal,

Adapter 2” bung adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1.1m maximum length

Pump Specifications
Flow Rate 280ml per rotation
Max Viscosity 430cSt
Construction Cast Iron body with and NBR Seals
Adapter 2” bung adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1m maximum length

Hand Pumps
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Catalogue Number Description

TEC62205 Hi-flow rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 1L per rotation
Adapter 2” BSP drum adapter
Delivery Hose 1.3m Polyethylene
Suction Tube Three piece, 1m maximum length

Suitable Fluids Petrol, Diesel, Kerosene, Lube and Oils up to  
SAE 30

Hi-Flow, Heavy Duty Rotary Drum Pump
The hi-flow, heavy duty rotary drum pump is designed for dispensing or 
transferring low viscosity, non-corrosive petroleum based fluids. Ideal for  
heavy-duty use in industrial, automotive and agricultural applications.

NOTE: Suitable for oils up to SAE 30.

Hi-Flow Rotary Drum Pump
The hi-flow rotary drum pump is designed for dispensing or transferring low 
viscosity, non-corrosive petroleum based fluids. Ideal for heavy-duty use in 
industrial, automotive and agricultural application.

NOTE: Suitable for oils up to SAE 30.

Catalogue Number Description

TEC62205P Hi-flow, heavy duty rotary drum pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 1L per rotation
Max Viscosity 30cSt
Adapter 2” BSP drum adapter
Delivery Hose 2m Rubber
Suction Tube Three piece, 1m maximum length

Suitable Fluids Petrol, Diesel, Methanol, Kerosene, Lube  
and Oils up to SAE 30

Hand Pumps
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Electric Pumps
Portable Carry Pump
The PIUSI portable 12V electric diesel pump is equipped with a sturdy handle 
and the pump can be fitted with a hose, cable and nozzle kit for easy portable 
dispensing at up to 80 L/min.

Electric Transfer Pump
The PIUSI diesel transfer pump is ideal for fixed fuel transferring systems and 
other industrial applications. Sturdy cast iron structure, vane pump with sintered 
steel rotor, acetal resin vanes and induction motor with aluminium casing. 
Suitable for continuous use with thermal motor overload protection.

Catalogue Number Description

TEC22300C Portable carry pump - 12V

TEC223260 Portable carry pump - 12V In-line

TEC224240 Portable carry pump - 24V In-line

Catalogue Number Description

TEC73205A Electric transfer pump

Pump Specifications
Flow Rate Up to 50 L/min @ 2900rpm

Motor 12V - 300W - 24A 
24V - 300W - 24A

Weight 4.2kg
Suitable Fluids Diesel

Pump Specifications
Flow Rate Up to 72 L/min @ 2900rpm
Motor 240V - 500W - 4.2A
Inlet/Outlet 1" BSP
Weight 7.9kg
Suitable Fluids Diesel

Electric Pumps
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Viscomat 90M Pump
The PIUSI Viscomat vane pump with threaded female ports is suitable for 
pumping fluids of a viscosity up to 500cSt. Continuous operations, with 
elevated suction, up to 6 bar pressures.

Catalogue Number Description

TEC303M00 Viscomat electric pump

Pump Specifications
Flow Rate Up to 50 L/min
Motor 240V AC
Inlet/Outlet 1" BSP
Weight 14kg
Suitable Fluids Oil, Diesel

Electric Pumps
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Portable Pump Kits 
Portable Carry Pump Kit with Manual Nozzle
The PIUSI portable 12V electric diesel pump kit is suitable for use when fuel must 
be transferred or dispensed safely having only battery power available. Ideal for 
use in construction sites, on boats and in agriculture.

Portable Carry Pump Kit with  
Auto Shut-off Nozzle
The PIUSI portable 12V electric diesel pump kit is suitable for use when fuel must 
be transferred or dispensed safely having only battery power available. Ideal for 
use in construction sites, on boats and in agriculture.

Catalogue Number Description

TEC22500C Portable diesel pump kit

Catalogue Number Description

TEC22511C Portable diesel pump kit

Pump Specifications
Flow Rate Up to 50 L/min
Motor 12V - 220W - 22A
Spout Aluminium manual fuel nozzle
Delivery Hose 4m 3/4" Ø
Weight 7.8kg
Suitable Fluids Diesel

Pump Specifications
Flow Rate Up to 50 L/min
Motor 12V - 220W - 22A
Spout Manual fuel nozzle with auto shut-off
Delivery Hose 4m 3/4" Ø
Weight 7.8kg
Suitable Fluids Diesel

Electric Pump Kits
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Drum Pump Kits 
Drum Pump Kit
The PIUSI drum pump kit is easily connected to drums via its 2” quick coupling.  
Fitted with a telescopic suction tube and nozzle housing located above the drum, 
near the pump for easy, clean use. Ideal for transferring explosive liquids such as 
petrol, kerosene and diesel fuel. Intended for non-commercial use.

Catalogue Number Description

TEC372040 Diesel drum pump kit

Pump Specifications
Flow Rate Up to 50 L/min
Motor 12V - 250W - 21A
Delivery Hose 4m 3/4" (filtered) with automatic fuel nozzle
Suction Tube 640mm - 1100mm, telescopic
Weight 10kg
Suitable Fluids Diesel, Petrol and Kerosene

Catalogue Number Description

TEC59100A Diesel refueling kit (70 L/min)

TEC592000 Diesel refueling kit (90 L/min)

Specifications

Motor 240V - 500W - 4.2A (TEC59100A)
240V - 700W - 4.9A (TEC592010)

Meter TEC59100A - Three digit meter 
TEC592000 - Four digit meter

Spout Automatic fuel nozzle
Delivery Hose 4m 1" Ø
Weight 22kg
Suitable Fluids Diesel

Diesel Refuelling Kits 
Diesel Refuelling Kits
The PIUSI diesel refueling kits can be tailored to suit a variety of applications. 
Its versatile mounting options allows it to be fixed to walls, tanks, drums and  
special pedestals. 

240V IP55 refuelling kit in cube design complete with inbuilt mechanical  
meter, hose and auto shut-off nozzle.

Electric Pump Kits
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Flow Meters
Three Digit Mechanical Flow Meter
The PIUSI mechanical diesel flow meter is designed to measure the exact 
quantity with a +/- 1% accuracy, featuring a three digit readout with six 
digit totals its a reliable, economical and easy to install solution with gravity 
functionality thanks to its reduced flow resistance.

Four Digit Mechanical Flow Meter
The PIUSI mechanical diesel flow meter is designed to measure the exact 
quantity with a +/- 1% accuracy, featuring a four digit readout with seven 
digit totals its a reliable, economical and easy to install solution with gravity 
functionality thanks to its reduced flow resistance.

Digital Flow Meter
The PIUSI digital diesel flow meter is ideal for low-viscosity fluids. Easy to install 
in line or at the end of a delivery pipe it comes equipped with a screen that can 
be adjusted to various positions. Sturdy casing and a sealed electronics make it 
suitable for use in practically all conditions.

Catalogue Number Description

TEC550450 Mechanical diesel flow meter

TEC57003A Mechanical ATEX diesel flow meter

Catalogue Number Description

TEC560350 Mechanical diesel flow meter

Catalogue Number Description

TEC408100 Digital diesel flow meter

Specifications
Flow Rate 20 - 120 L/min @ 142psi - 10 bar
Inlet/Outlet 1" BSP
Weight 600g
Suitable Fluids Diesel

Specifications
Flow Rate 20 - 120 L/min @ 142psi - 10 bar
Inlet/Outlet 1" BSP
Weight 600g
Suitable Fluids Diesel

Specifications
Flow Rate 7 - 120 L/min @ 300psi - 20 bar
Inlet/Outlet M 1” BSP - F 1” BSP 
Weight 500g
Suitable Fluids Diesel

Flow Meters
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Fuel Accessories
OCIO Single Tank Display Gauge
The OCIO display gauge detects the static pressure generated by the fluid height 
by means of a tube inserted into the tank and displays the fluid level or volume.

Particulate Filter Element
The PIUSI filter element can be fitted to suction or delivery systems.  
10 micron filter, 70 L/min, Suitable for diesel, bio-diesel, oil and petrol.

Particulate Filter
The PIUSI patriculate filter can be fitted to suction or delivery systems. 10 micron 
filter, 70 L/min, 1” F BSP Flanged Inlet/Outlet, Suitable for diesel, bio-diesel, oil 
and petrol. Includes 1 x filter head and 1 x filter element.

Catalogue Number Description

TEC75510D OCIO single tank display gauge kit.

TEC12939000 OCIO tank display gauge 'oil tube kit'.

Catalogue Number Description

TEC611000 Particulate filter element

Catalogue Number Description

TEC777200A Particulate filter

Specifications
TEC75510D 
Suitable Fluids

AdBlue, Biodiesel, Diesel, Oil, Water. 
Suitable for fluids up to 30 cSt 

TEC12939000 
Suitable Fluids Suitable for oil >30 cSt up to 2000cSt

Specifications
Filter 10 micron
Flow Rate 70 L/min
Suitable Fluids Diesel, Bio-Diesel, Oil and Petrol

Specifications
Filter 10 micron
Flow Rate 70 L/min
Inlet/Outlet 1” F BSP Flanged
Suitable Fluids Diesel, Bio-Diesel, Oil and Petrol
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AdBlue Gravity IBC Dispensing Kit
The PIUSI AdBlue gravity hose kit is designed for the cost effective dispensing 
of AdBlue from a bottom outlet, gravity fed installation from either an IBC or Bulk 
Storage Tank.  This option of AdBlue delivery hose is used where an electric 
pump is not deemed necessary.

Supplied with: 3m clear spiral Adblue Hose, PIUSI Suzzara Blue manual nozzle 
c/w hose tail inlet, 60 x 6 IBC bottom adaptor, Stainless steel hose clips.

Catalogue Number Description

TEC15517000 3m AdBlue Gravity IBC Dispensing Kit

AdBlue Nozzles

AdBlue Nozzels
Manual AdBlue Nozzle
The PIUSI AdBlue nozzle is suitable for both pumped and gravity 
applications. Glass filled polypropylene body complete with Viton seals 
and a polished 19mm stainless steel spout. An integral 19mm barbed 
inlet which can be removed to expose a 1” BSP thread.

Automatic AdBlue Nozzle with Inbuilt Meter
The PIUSI auto AdBlue nozzle comes incorporated with a K24 digital 
flow meter. Max. flow rate: 35L/pm. Supplied with 3/4” Plastic Hose 
Barb. Supplied with protective scuff guard.

Catalogue Number Description

TEC14761000 Manual AdBlue nozzle

Catalogue Number Description

TEC61701A Automatic AdBlue nozzle

Specifications
Flow Rate 80  L/min
Inlet 3/4" Hose Tail or 3/4" BSP
Seals Viton
Spout 19mm Ø

Specifications
Flow Rate 35 L/min
Inlet 3/4" plastic hose barb
Spout 19mm Ø
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AdBlue Hose Reels 
436 Series Hose Reels
RAASM’s fixed base hose reels are equipped with an automatic stopping system 
which allows the hose to be locked at the required length. The hose reel drum 
features ribbed and rounded edges. Adjustable arms allow floor, wall or ceiling 
mounting options.

Supplied with: EPDM antistatic rubber hoses, ASI 316L stainless steel couplings 
and swivel joints and viton seals.

Catalogue Number Description Pressure

8436.251 10m x 3/4” EPDM rubber, 
Fixed Base 145psi

8436.252 15m x 3/4” EPDM rubber, 
Fixed Base 145psi

AdBlue Hose Reels

AdBlue Spring Rewind Automatic Hose Reel
All the components are compatible with Diesel Exhaust Fluid (AdBlue) in order to 
avoid parts corrosion and so to prevent contamination of the Diesel Exhaust Fluid 
(AdBlue) liquid.

Catalogue Number Description Pressure

TEC75011B 15m x 3/4" Fixed Base 145psi
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AdBlue Electric Pumps
AdBlue Portable Pump
PIUSI self priming membrane pump with Integrated bypass valve and  
On/off switch. 2m cable and clips for battery connection. 20min Duty cycle.  
IP55 Protection grade. 

AdBlue Pump
PIUSI self priming membrane pump with Integrated bypass valve and on/off 
switch. 20min Duty cycle. IP55 Protection grade.

AdBlue Portable Pump Kit
The PIUSI AdBlue portable pump kit complete with: pump, suction hose, foot 
valve, 6m x 3/4” hose, manual nozzle, 2m cable with clamps, duty cycle 20 min,  
on/off switch.

Catalogue Number Description

TEC204080 AdBlue portable pump

Catalogue Number Description

TEC203090 AdBlue pump

Catalogue Number Description

TEC201AAA AdBlue portable pump kit

Pump Specifications
Flow Rate 30 to 35 L/min
Inlet/Outlet 3/4" Plastic Hose Tail
Motor 12V DC
Suitable Fluids AdBlue, Water, Antifreeze

Pump Specifications
Flow Rate 30 to 35 L/min
Motor 240V AC
Suitable Fluids AdBlue, Water, Antifreeze

Pump Specifications
Flow Rate Up to  35 L/min
Motor 12V DC 260W
Included Hose 6m x 3/4" hose with manual nozzle
Suitable Fluids AdBlue, Water



107

Diesel and AdBlue Equipment

AdBlue Pump Kits
AdBlue Rotary Drum Pump
The AdBlue rotary drum pump is designed for transferring AdBlue.

Catalogue Number Description

TECADBLUE.MP AdBlue hand pump to suit  
60L - 205L drums

Pump Specifications
Flow Rate 300ml per rotation
Adapter 2” BSP and Trisure drum adapter
Delivery Hose 3m with stainless steel spout

Suitable Fluids AdBlue and water. Wash out regularly to prevent 
potential AdBlue crystallization

AdBlue Pump Kits

AdBlue Drum Dispensing Package
The PIUSI AdBlue drum dispensing package is the completed 240V solution for all 
AdBlue drum applications with a 20m duty cycle. Its adjustable bracket allows an 
easy installation on any kind of drum and includes 6m hose and manual nozzle.

Catalogue Number Description

TEC20135E AdBlue drum dispensing package

Pump Specifications
Flow Rate 32 L/min
Motor 240V AC 400W
Delivery Hose 6m x 3/4" hose with manual nozzle

Suitable Fluids AdBlue and water. Wash out regularly to prevent 
potential AdBlue crystallization

AdBlue Rotary Drum Hand Pump Kit
The PIUSI AdBlue rotary drum pump is designed for transferring AdBlue.

Catalogue Number Description

TEC332A5A AdBlue rotary hand pump kit

Pump Specifications
Flow Rate 380m per rotation
Adapter 2" BSP
Delivery Hose 2.5m

Suitable Fluids AdBlue and water. Wash out regularly to prevent 
potential AdBlue crystallization
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Catalogue Number Description

TECADBLUE.240 AdBlue IBC kit

Pump Specifications
Flow Rate 34 L/min
Motor 345W 240V
Suitable Fluids AdBlue

Tecalemit AdBlue IBC Kit
The Tecalemit AdBlue Kit provides an easy solution to dispense AdBlue from an 
OTC/IBC container. Easily mountable to any IBC container the kit is complete with: 
electric pump, stainless steel auto shut off nozzle, digital meter, mounting bracket 
with nozzle holster, connection hoses and IBC camlock adaptor.

Catalogue Number Description

TECADBLUE.240M AdBlue IBC kit

Pump Specifications
Flow Rate 34 L/min
Motor 345W 240V
Suitable Fluids AdBlue

AdBlue IBC Kits
Tecalemit AdBlue IBC Kit
The Tecalemit AdBlue Kit provides an easy solution to dispense AdBlue from an 
OTC/IBC container. Easily mountable to any IBC container the kit is complete with: 
electric pump, manual nozzle, mounting bracket with nozzle holster, connection 
hoses and plastic IBC camlock adaptor.

AdBlue IBC Kits
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AdBlue Accessories
AdBlue Filter Housing And Element
The PIUSI Adblue filter specifically designed to prevent the 
contamination of AdBlue during dispensing.

Catalogue Number Description

TEC611D30 Filter housing and element

Pump Specifications
Flow Rate Up to  34 L/min
Filter 70 micron
Inlet/Outlet 1" M BSP
Suitable Fluids AdBlue

AdBlue Replacement Filter Element
PIUSI replacement element for TEC611D30. It is recommended that 
elements are changed annually.

Catalogue Number Description

TEC611D40 Filter replacement element

Pump Specifications
Flow Rate Up to  40 L/min
Filter 70 micron
Suitable Fluids AdBlue
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At Tecalemit, lifts are our strength.

Tecalemit is committed to the highest safety standards in the 
design, operation and servicing of our vehicle hoists. These 
products are safety critical, their design and use is regulated 
by Australian Design Standards and Occupational Health and 
Safety legislation. Tecalemit maintains a policy of ensuring 
our hoists not only meet, but comfortably exceed regulatory 
requirements for safety, strength and durability.

Tecalemit stock a comprehensive supply of spare parts for all 
our vehicle hoists to ensure minimal downtime. Our experienced 
staff are always available to provide you technical advice on 
hoist selection, installation, operation as well as on-going service 
and maintenance.

hoists and  
garage  
equipment
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2 Post Hoists
4.2 Tonne 2 Post Vehicle Hoist 
The Tecalemit two post vehicle hoist is designed with the professional 
mechanic in mind. With a 4.2 tonne lifting capacity and featuring an 
asymmetrical design, the hoist easily caters for a wide range of vehicles 
from small passenger cars, light commercial, low clearance and off 
road recreational vehicles. 

The TECB242 utilises a number of safety features in its design. The 
hoist is equipped with a pre-set loading limit to avoid overloading and 
an Aluminium motor to protect from heat damage. 

The hoist features:

•	Aluminium motor to avoid heat damage.
•	Pre-set loading limit to avoid overloading.
•	Adjustable lifting pads with a minimum height of 90mm.
•	 Includes 100mm pick up pad extenders to increase the pad height.
•	Two stage long and three stage short lifting arms.
•	 Inside width suitable for SUV and wide vehicles.
•	Door protection rubber pads.
•	 Integrated pick up pad holders.
•	Foot protection.
•	Removable tool trays.
•	Compliance with Australian Standard AS1418.9:1996.

Catalogue Number Description

TECB242 4.2 tonne 2 post base plate hoist (3 phase)

TECB242.240 4.2 tonne 2 post base plate hoist (240V)

Hoist Specifications
Lifting Capacity 4200kg
Maximum Lift Height 1930mm
Minimum Pad Height 90mm
Inside Column Width 2850mm
Lifting Time 50 seconds
Minimum Concrete 
Thickness* ≥120mm 20,7MPa Reinforced

Optional Accessories
94100000067 Replacement Lift Pads

V23077 Set of 4 50mm Lift Pad Extenders

94100000602 Set of 4 170mm Lift Pad Extenders

95102000013 Lift Pad Extender Storage Bracket

94100000646 Tool Tray for Short Arm

94100000644 Tool Tray for Long Arm

*The lift should be installed on a smooth and solid concrete 
surface with its strength more than 3,000psi (20.7MPa) with 
a minimum thickness of 120mm.
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Optional Accessories
046405772 Replacement Lift Pads

Catalogue Number Description

TECG242C 4.2 tonne 2 post hydraulic hoist

Hoist Specifications
Lifting Capacity 4200kg
Maximum Lift Height 2005mm
Minimum Pad Height 106mm
Maximum Pad Heigh 135mm
Inside Column Width 2670mm
Electric Motor 400V, 50Hz, 2.6kW
Lifting Time 41 seconds
Minimum Concrete 
Thickness ≥160mm 30MPa Reinforced

The hoist features:
•	Mechanical safety latches with automatic engagement and auto locking arms. 
•	Synchronised cables with maintenance free columns. 
•	Easy adjustable cables.
•	10+8 bending design to ensure max resistance to load.
•	Clear floor design eliminates tripping hazards. 
•	Compliance with Australian Standard AS1418.9:1996.

4.2 Tonne 2 Post Hydraulic Hoist 
The Tecalemit two post clear floor hoist is designed with the professional mechanic in mind. With a 4.2 tonne 
lifting capacity and featuring an asymmetrical design, the hoist easily caters for a wide range of vehicles from small 
passenger cars, light commercial, low clearance and off road recreational vehicles. 

The TECG242C utilises a clear floor design allowing space for easy cleaning, room for ancillary equipment and 
reduced risk of tripping hazards.  

2 Post Hoists
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4.2 Tonne 2 Post Clear Floor Hoist 
The Tecalemit two post clear floor hoist is designed with the 
professional mechanic in mind. With a 4.2 tonne lifting capacity and 
featuring an asymmetrical design, the hoist easily caters for a wide 
range of vehicles from small passenger cars, light commercial, low 
clearance and off road recreational vehicles. 

The TECB242C utilises a clear floor design allowing space for 
easy cleaning, room for ancillary equipment and reduced risk of 
tripping hazards. 

The hoist is equipped with a pre-set loading limit to avoid 
overloading and an Aluminium motor to protect from heat damage. 

The hoist features:
•	Aluminium motor to avoid heat damage.
•	Pre-set loading limit to avoid overloading.
•	Adjustable lifting pads with a minimum height of 90mm.
•	Pick up pad extenders to increase the pad height.
•	Two stage long and three stage short lifting arms.
•	 IP54 ABS control box, 24V operation.
•	Door protection rubber pads.
•	 Integrated pick up pad holders.
•	Toe protection.
•	Removable tool trays.
•	Compliance with Australian Standard AS1418.9:1996.

Catalogue Number Description

TECB242C 4.2 tonne 2 post clear floor hoist (3 phase)

TECB242C.240 4.2 tonne 2 post clear floor hoist (240V)

Hoist Specifications
Lifting Capacity 4200kg
Maximum Lift Height 1880mm
Minimum Pad Height 90mm
Inside Column Width 2850mm
Lifting Time 50 seconds
Minimum Concrete 
Thickness* ≥120mm 20,7MPa Reinforced

2 Post Hoists

*The lift should be installed on a smooth and solid concrete 
surface with its strength more than 3,000psi (20.7MPa) with 
a minimum thickness of 120mm. 

Optional Accessories
94100000067 Replacement Lift Pads

V23077 Set of 4 50mm Lift Pad Extenders

94100000602 Set of 4 170mm Lift Pad Extenders

95102000013 Lift Pad Extender Storage Bracket

94100000646 Tool Tray for Short Arm

94100000644 Tool Tray for Long Arm
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Catalogue Number Description

TECB250C 5 tonne 2 post clear floor hoist (3 phase)

TECB250C.240 5 tonne 2 post clear floor hoist (240V)

5 Tonne 2 Post Clear Floor Hoist 
The Tecalemit two post clear floor hoist is designed with the 
professional mechanic in mind. With a 5 tonne lifting capacity and 
featuring a clear floor design, the hoist easily caters for a wide range 
of vehicles from small passenger cars, light commercial, low clearance 
and off road recreational vehicles. 

The TECB250C utilises a clear floor design allowing space for 
easy cleaning, room for ancillary equipment and reduced risk of 
tripping hazards. 

The hoist is equipped with a pre-set loading limit to avoid 
overloading and an Aluminium motor to protect from heat damage. 

The hoist features:
•	Aluminium motor to avoid heat damage.
•	Pre-set loading limit to avoid overloading.
•	24V top limitation switch prevents damage to roof of vehicle.
•	Adjustable lifting pads with a minimum height of 120mm.
•	Pick up pad extenders to increase the pad height.
•	Three stage lifting arms.
•	 IP54 ABS control box, 24V operation.
•	Door protection rubber pads.
•	 Integrated pick up pad holders.
•	Toe protection.
•	Removable tool trays.
•	Compliance with Australian Standard AS1418.9:1996.

Hoist Specifications
Lifting Capacity 5000kg
Maximum Lift Height 1880mm
Minimum Pad Height 120mm
Inside Column Width 3342mm
Lifting Time 50 seconds
Minimum Concrete 
Thickness* ≥120mm 20,7MPa Reinforced

2 Post Hoists

*The lift should be installed on a smooth and solid concrete 
surface with its strength more than 3,000psi (20.7MPa) with 
a minimum thickness of 120mm. 

Optional Accessories
94100000228 Replacement Lift Pads

95102000013 Lift Pad Extender Storage Bracket

94100000633 200mm Lift Pad Extenders

94100000645 Tool Tray
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4 Post Hoists
The Tecalemit 4 tonne four post electro/hydraulic hoists come in three variants. The standard base model, large and 
wheel alignment specific models provide you with the options best suited for your workshop. 

The TECG440 and TECG440L share the same core features. The TECG440W is supplied with front turning plate 
locations and rear slip plates with extra-long platforms suited for wheel alignment duties.

The TECG440, TECG440L and TECG440W features:

•	Hydraulic cylinder located inside the fixed platform. 
•	High-resistant, galvanised and pre-stretched metal cables with large-diameter pulleys and self-lubricating, 

maintenance-free bushes.
•	Automatic mechanical back-up safety devices (every 100mm) with pneumatic release allowing stationary operation 

with unladen cables and immediate-triggering safety stud devices in case a cable slackens or fails. 
•	Automatic anti-toe trap alarm during final stages of lift descent. 
•	Mechanical, electrical & hydraulic safety devices along with low-voltage (24V) electrical system with control circuit.

4 Tonne 4 Post Base Model Hoist

4 Tonne 4 Post Large Hoist 

Catalogue Number Description

TECG440 4 tonne 4 post base model hoist

Catalogue Number Description

TECG440L 4 tonne 4 post large hoist

Hoist Specifications
Lifting Capacity 4000kg
Maximum Lift Height 1905mm
Lowered Platform Height 150mm
Overall Dimensions 5418mm long, 3155mm wide, 2614mm high
Inside Column Width 2800mm
Width Between Platforms 910mm minimum, 1250mm maximum
Platform Width 500mm
Power 400V 50Hz 2.6kw
Lift Time 35 seconds

Hoist Specifications
Lifting Capacity 4000kg
Maximum Lift Height 1915mm
Lowered Platform Height 160mm
Overall Dimensions 6097mm long, 3355mm wide, 2614mm high
Inside Column Width 3000mm
Width Between Platforms 900mm fixed
Platform Width 650mm
Power 400V 50Hz 2.6kw
Lift Time 35 seconds

4 Post Hoists
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Jacking Beam
The Tecalemit Jacking Beam is designed for use with the entire 
range of 4 tonne 4 post hoists, pits and service docks and feature 
automatically-engaging and pneumatic-release mechanical lock 
device and two-hand “dead-man” lowering control.

Catalogue Number Description

TECGJ20A 2 tonne jacking beam

Specifications
Lifting Capacity 2000kg
Maximum Lift Height 355mm
Minimum Extension 
(Jibs Closed) 923mm

Maximum Extension 
(Jibs Open) 1400mm

Minimum Wheelbase of 
Sliding Wheels 856mm

Maximum Wheelbase of 
Sliding Wheels 1134mm

Beam Weight 95kg

4 Tonne 4 Post Wheel Alignment Hoist

Catalogue Number Description

TECG440W 4 tonne 4 post wheel alignment hoist

Hoist Specifications
Lifting Capacity 4000kg
Maximum Lift Height 1965mm
Lowered Platform Height 210mm
Overall Dimensions 6354mm long, 3355mm wide, 2614mm high
Inside Column Width 3000mm
Width Between Platforms 900mm fixed
Platform Width 650mm
Power 400V 50Hz 2.6kw
Lift Time 43 seconds

4 Post Hoists
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Work Mats
Kneeling Pad
Soft kneeling pad aids in reducing knee and lower back pain from kneeling on 
hard or uncomfortable surfaces. Tough, lightweight and convenient with an easy 
clean cover. Water proof, stain and chemical resistant this Kneeling Pad is great 
for all types of jobs.

Size 550mm x 320mm x 17mm

Kneeling Mat
The padded and portable Kneeling Mat is your best support for protecting your 
body over hard, wet or rough surfaces.

Size 1000mm x 500mm x 10mm

Multi Mat
The portable Multi Mat is a great versatile option for protecting your body over 
hard, wet or rough surfaces. It folds up into a small bundle for easy storage and 
is suitable for a variety of surfaces.

Size 1500mm x 500mm

Catalogue Number Description

TECWM.KP Kneeling Pad

Catalogue Number Description

TECWM.KM Kneeling Mat

Catalogue Number Description

TECWM.MM Multi Mat
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Large Work Mat
The Large Work Mat is a great versatile option for protecting your body over hard, 
wet or rough surfaces. It folds up into a small bundle for easy storage and is 
suitable for a variety of surfaces

Size 2000mm x 1000mm

Large Garage Mat
A strong, attractive PVC mat that will protect your floor from unsightly grease and 
oil stains whilst enhancing the look of your car and garage in seconds. Also a 
great, clean base to perform service and restoration work from.

Size 4500mm x 2300mm

Catalogue Number Description

TECWM.LM Large Work Mat

Catalogue Number Description

TECWM.GM Large Garage Mat
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Hose Reel Service Column with Built-in Drip Trays
Suitable for up to 8 hose reels, 4 on each side plus 2 air reels*. Made from top 
quality materials, with scratch-proof painting, and full width drip trays. Connection 
to the distribution system from either floor or ceiling pipe work.

Suitable for: waste oil, fresh oil, grease, antifreeze, windshield fluid, air and water.

Hose Reel Service Column
Suitable for up to 10 hose reels, 5 on each side plus 4 air reels*. Made from top 
quality materials, with scratch-proof painting, and full width drip trays.

Support for 10 drip trays, 5 on each side with the connection to the distribution 
system from either floor or ceiling pipe work.

Suitable for: waste oil, fresh oil, grease, antifreeze, windshield fluid, air and water.

Catalogue Number Description

39328 Hose reel service column with built-in drip trays. 
Suitable for 8 reels (4 each side) and 2 air reels.

Catalogue Number Description

39340 Hose reel service column. 
Suitable for 10 reels (5 each side) and 4 air reels.

Hose Reel Service Columns

Hose Reel Service Columns
RAASM service columns are the ideal tool to be used in any working environments with reduced free space on walls or 
walls with vertical no-loading surfaces.

These bilateral service columns are designed to be accessible from both sides for easy access and can be installed 
anywhere in the workplace. Once connected to the centralised distribution system (from either above or below) they 
can be configured to dispense fresh oil, grease, antifreeze, windshield fluid, air and water.

Thanks to the universal bracket mounts the Service Columns can cater for a range of RAASM hose reels. These 
same universal mounts also cater for electric cable reels and the smaller air-water swivelling hose reels.

*Ancillary equipment not included

*Ancillary equipment not included
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Wall Mounted Fluid Distribution Solutions
One of the most common layout options for car workshops, where hose reel 
banks are installed for ease of use and servicing multiple bays.  

We can design the fluid distribution system to ensure adequate air and specific 
fluids are available at each hose reel bank.

Note:  Not all fluids need to be available at each hose reel bank, this ensures 
certain bays can be dedicated to specific tasks eg: quick service bays.

Cabinet Fluid Distribution Solutions
Cabinet based distribution systems and gantries are becoming more common as 
workshops look to gain the efficiencies they delivery, but also the convenience of 
cabinet storage for other products that are often required in service bays.

With a durable powder-coat finish they offer up to 6 hose reels to be installed that 
can be accessed from either side.

Dimensions 2500mm (H) x 1770mm (W) x 262mm (D)

Floor Mounted Fluid Distribution Solutions 
Australian Made Hose reel gantries allow for full customisation of colour, 
dimensions and quantity of hose reels that can be installed.

With an integrated drip tray and optional provisions for diaphragm pumps for 
waste oil removal they provide a strong and functional distribution solution. 

Hose Reel Distribution Solutions

Bespoke Fluid Distribution Solutions
With space at a premium within a workshop having the right layout and distribution network 
for air, oil and water is vital. By choosing the right layout can maximise space within the 
workshop and increase efficiency of operations. We can work direct with consulting 
engineers, architects and regulatory authorities to deliver a turnkey solution.
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Workshop Fit-outs
Tecalemit has many years’ experience in the both automotive and heavy industry specialising in 
workshop design, workshop fit outs, equipment supply, installation and servicing.

Following extensive consultation with you, the Tecalemit team will design your new workshop 
maximising the available space, resulting in a functional and efficient solution. Tecalemit will assist 
the architect and builder to ensure that all relevant power specifications and suitable installation 
locations are met for all your workshop equipment.

With our extensive range of quality workshop equipment, Tecalemit can supply, install and maintain 
all necessary equipment and components in addition to customised manufacturing including:

• Australian compliant 2 post and 4 post vehicle hoists and scissor lifts.

• All air, oil, waste oil and water supply lines regardless of size and scope. Along with additional 
fluid handling equipment, for example air operated lube pumps, hose reels and electronic 
oil meters.

• Bulk waste and bespoke tanks to suit your specific space and volume requirements.

• Workshop benches and storage solutions to meet and specification and requirements.
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Bulk Oil Storage Tanks

Bulk Oil Storage tanks
Tecalemit offers a range of bulk oil storage tanks in a variety of configurations and capacities tailored to suit your 
requirements. These tanks can be configured to suit waste storage, fluid dispensing or a combination of both.

•	 Available in 500, 600, 900, 1000, 1500, 2000, 3000 or 4000 litre capacities
•	 Single, double and triple compartment options with double skinned tank walls
•	 Available with simple hose reel gantries or fully enclosed backing panels
•	 Quality RAASM oil transfer pumps
•	 Quality RAASM digital oil guns and drip trays
•	 Quality RAASM hose reels
•	 Spill containment around fill points
•	 Optional camlock fill points
•	 Indicator dipsticks included.
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Bulk Oil Workshop Bench Tanks

Bulk Oil Workshop Bench Tanks
Tecalemit offers a range of bench top tanks in a variety of configurations and capacities tailored to suit your 
requirements. These tanks can be configured to suit waste storage, fluid dispensing or a combination of both.

•	 Available in 500, 600, 900, 1000, 1500, 2000, 3000 or 4000 litre capacities
•	 Single, double and triple compartment options with double skinned tank walls
•	 Available with simple hose reel gantries or fully enclosed backing panels
•	 Quality RAASM oil transfer pumps
•	 Quality RAASM digital oil guns and drip trays
•	 Quality RAASM hose reels
•	 Spill containment around fill points
•	 Optional camlock fill points
•	 Indicator dipsticks included.
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Fabricated Products
Tecalemit remains an proudly Australian company and invests in our capability to fabricate 
products within Australia to meet your requirements.

We manufacture a range of lubrication equipment and centralised lubrication systems at 
our Adelaide facility and can partner that with RAASM high quality pumps and workshop 
equipment.

This combination of in-house engineering and production team ensures we can design a 
solution to meet your unique requirements.

Tecalemit Service Module
Tecalemit’s Lube Skid is the ideal solution for safe, clean and efficient 
mobile lubrication servicing on-site. Designed to be used from the back 
of trucks, trailers and utes or conveniently located on-site for static use 
and is easily movable via forklift or crane.

The Lube Skid utilises three 220L tanks for new oil’s and a single 750L 
tank for waste oil and comes fully equipped with pumps, hose reels 
and ancillary equipment.

Tecalemit IBC Bund
Tecalemit’s self contained IBC bund is the ideal turn key solution for 
your on-site IBC storage. 

The system is completely customisable with RAASM Pumps, 
Hose Reels and the option of Metered or Non Metered Oil Guns. 
The entire setup is maintained within the IBC Bund for a portable 
dispensing solution.

The equipment included will be based on the fluids you are dispensing 
in addition to the desired flow rates required.
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Bunded Container Solutions
Fully equipped self-contained mobile field service units customised to meet your specific 
product transfer and distribution requirements including new oil, waste oil, coolants, adblue, 
grease, air and water.

Available in either standard or dangerous goods compliant containers 

Units supplied as ready to use turn-key solutions.
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centralised
lubrication  
systems

Centralised lubrication systems take many forms in various 
applications and range from simple manifolding to the very 
sophisticated systems found on critical process equipment.

Tecalemit design, build and manufacture a range of centralised 
lubrication systems for a variety of applications. The diversity of 
these system types can be categorised as follows:

Fixed Plant 
Large fixed plant applications typically include processing and 
material handling equipment such as crushers and conveyors as 
well as mills, stackers, reclaimers and ship-loaders. Smaller fixed 
plant is used in the manufacturing, production and assembly 
industries. These are process critical applications high in capital 
value that cost enormous amounts in lost production when 
down for maintenance or repair. 

Mobile Plants
Mobile plant doesn't make money unless it is moving. 
Centralised lubrication for this type of plant can vastly reduce 
downtime and maintenance repairs by lubricating and 
preventing contaminants from entering bearings, pins, bushes 
and other critical chassis components. Mobile applications 
include dump trucks, excavators, loaders and dozers.
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Grease Pump Kits

Electric Grease Pump Kits
Tecalemit’s range of electric grease pump kits is designed and manufactured 
in-house and is ideal for automatic greasing systems. The pump is fixed by four 
mounting screws which can be installed to various size drum covers and is suited 
for use with grease drums ranging from 20kg to 180kg. 

The electric motor offers the flexibility to pump grease in locations where air is not 
available or of a poor quality, and can cause damage to traditional air operated 
pumps and equipment.

The electric grease pump kits feature a cast iron motor and fan, stainless steel 
lifting bracket, stainless follower with a moulded wiper seal and can be supplied 
with an optional low level switch.

Technical Specifications
•	Proven delivery of 18,000kg @ 4,200psi.
•	Maximum grease pressure: 4,200psi (290bar).
•	Grease output: 150cc per minute.
•	Greases: grade 0 - 2.
•	Grease outlet: 1/4” BSPP Female.
•	Available with various brand motors.
•	Power: 0.37 kW.
•	Voltage: 415V 3 Phase, 50Hz.
•	RPM: 1,400.
•	Rating: IP66.
•	Pressure gauge and isolator valve.

Accessories and Repair Kits

V17109 Low level switch

TECGF150G Grease filter

MLS.SK Pump seal kit

Common Pump Kit Items

SWA1105.6 x4 pump mounting bolts

28463.7 x4 spring washers

WWA1005 x4 flat washers

V17105 2m outlet hose
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20kg MLS Series Electric Grease Pump Kit
Compatible with 20kg grease drums and ideal for conveniently pumping grease 
in locations where air is not available.

Catalogue Number Description

MLS.CPX3.1 20kg electric grease pump kit

Unique Pump Kit Items
M703CPX3.1 Bare pump
V17229 Drum cover
V5412.3 Follower plate

55kg MLS Series Electric Grease Pump Kit
Compatible with 55kg grease drums and ideal for conveniently pumping grease 
in locations where air is not available.

Catalogue Number Description

MLS.CPX3.2 55kg electric grease pump kit

Unique Pump Kit Items
M703CPX3.2 Bare pump
V17091 Drum cover
BK8150 Follower plate
BK8159 Guide tube o-ring

180kg MLS Series Electric Grease Pump Kit
Compatible with 180kg grease drums and ideal for conveniently pumping grease 
in locations where air is not available.

Catalogue Number Description

MLS.CPX3.3 180kg electric grease pump kit

Unique Pump Kit Items
M703CPX3.3 Bare pump
V19522E Drum cover
BK8151E Follower plate
BK8159 Guide tube o-ring
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Hydraulic Grease Pump Kits
Tecalemit’s range of hydraulic grease pump kits is designed and manufactured 
in-house. The hydraulic pump is ideal for high pressure automatic greasing 
systems and is installed to the collar, allowing for the entire setup to be simply 
mounted to any open top grease drum.

For use with drums ranging from 20kg to 180kg. The pump can be powered by 
system hydraulics or by a custom Tecalemit power unit.

The hydraulic grease pump kits feature a steel nickel plated pump body, quick 
release mounting, stainless follower with moulded drum wiper seal and can be 
supplied with an optional low level switch.

Technical Specifications
•	Maximum grease pressure: 5,000psi (345bar).
•	Grease output: 150cc/minute.
•	Greases: grade 0 - 2.
•	Minimum oil flow: 6 litres per minute (500psi).
•	Oil ports A and B: 1/4” BSPP Female.
•	Grease outlet: 1/4” BSPT Male.
•	Maximum oil temperature: 100°C.

Accessories and Repair Kits

TPSH.PP24V6LPM Oil power unit

TECGF150G Grease filter

TPH1.S Pump seal kit

Common Pump Kit Items

BK8159 Guide tube o-ring

SMA1108.16S316 Set screw

V22691 Drum adapter

V18150 Locking nut

V17109 Low level switch
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20kg TPH3 Series Hydraulic Grease Pump Kit
Compatible with 20kg grease drums and ideal for high pressure automatic 
greasing systems.

Catalogue Number Description

TPH3.20 20kg hydraulic grease pump kit

Unique Pump Kit Items
TPH1.20 Bare pump
V19524 Drum cover
V5412.3 Follower plate

55kg TPH3 Series Hydraulic Grease Pump Kit
Compatible with 55kg grease drums and ideal for high pressure automatic 
greasing systems.

Catalogue Number Description

TPH3.55 55kg hydraulic grease pump kit

Unique Pump Kit Items
TPH1.55 Bare pump
V17091 Drum cover
BK8150 Follower plate

180kg TPH3 Series Hydraulic Grease Pump Kit
Compatible with 180kg grease drums and ideal for high pressure automatic 
greasing systems.

Catalogue Number Description

TPH3.180 180kg hydraulic grease pump kit

Unique Pump Kit Items
TPH1.180 Bare pump
V19522 Drum cover
BK8151E Follower plate
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Mobile Plant Automatic 
Grease Pump Station
Tecalemit’s pump station is designed and manufactured in-house. The pump 
station is installed on mobile plant to automatically supply metered grease to 
various lubrication points via injectors.

The automatic grease pump station is hydraulically driven by the host equipment 
and features: 

•	Mild steel enclosure: wall or foot mounting brackets, shot blasted and 
powder coated. 

•	20kg bulk fill with inlet filter
•	Fault alarm
•	Adjustable on and off timer
•	Cabin or pump station mounted controller
•	Test button and cycle counter
•	Electric grease vent valve with manual override
•	Pressure compensated oil relief valve
•	Lockable inspection lid.

Technical Specifications
•	Oil pressure: 300 - 350psi.
•	Minimum oil flow: 6 L/min.
•	Maximum oil temperature: 100°C.
•	Greases: grade 0 - 2.
•	Voltage: 24VDC, 2 Amp.
•	Electrical protection: IP65.
•	Shipping weight: 50kg.
•	Shipping dimensions: 510mm x 360mm x 700mm.

Pump Station

Catalogue Number Description

TPSH.SL20 Pump station assembly complete

Pump Station Items
V20456 Bare pump
TC100D2 Controller
TF150C Grease filter cartridge
TVV24VDC Grease vent valve
V15964N Pressure gauge
V22695 Relief valve
V22693 Oil cartridge
V22694 Coil
TEC.GPS Pressure switch
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Catalogue Number Description

TEC.IP3L24 3L, 24VDC 78w Pump station

TEC.IP8L24 8L, 24VDC 78w Pump station

TEC.IP8L240 8L, 240VAC 90w Pump station

TEC.IP8L415 8L, 415VAC 90w Pump station

TEC.IP15L24 15L, 24VDC 78w Pump station

TEC.IP15L240 15L, 240VAC 90w Pump station

TEC.IP15L415 15L, 415VAC 90w Pump station

Specifications
Grease Grade NLGI 0 - 2
Relief Valve Setting 3625psi (250 Bar)
Operating Temperature -25°C / 60°C
Protection Rating IP55
Pumping Elements 1 (2-4 optional)
Maximum Delivery  
Per Pumping Element 4.27cc/min (outlet 1/4" BSPF)

Reservoir Inlet Filter 150 micron with grease nipple or 1/4" BSPF
Level Control Low level magnetic-capacitive sensor

Grease Pump Station
Tecalemit’s grease pump station is designed for automatic greasing systems 
controlled by the customer PLC or remote controller. Economical and reliable for 
use on smaller systems with up to 15L capacity.

Grease Pump Station

Spares and Accessories
TEC.IPPU Pumping unit 4.27cc/min
TEC.IPF Inlet internal reservoir filter cartridge
TEC.IPLS Level switch
TEC.IPRVA Relief valve assembly
TC100D2 24 VDC controller
TC100AC 100/240 VAC controller

TEC.IP150FK Filter and coupling kit - external high flow
TF150 External high flow filter
TF150C Coupling kit filter cartridge - external high flow
HA0503200 Male high flow coupling
HD0513200 Dust cap for male couplings
HA0503100 Dust plug for female couplings
HD0513100 Female high flow coupling
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Mobile Plant Controller
Tecalemit’s mobile plant controller is designed and manufactured in Australia.  
The 24VDC microprocessor is engineered to control and monitor automatic 
lubrication systems ranging from single line injector systems, single line 
progressive systems and dual line systems.

The mobile plant controller features: 

•	Durable die-cast, baked enamel enclosure
•	Variable on/off timer
•	 Inbuilt 2 Amp anti surge / slow blow fuse
•	Digital cycle counter
•	Pump on light
•	Low level light
•	Fault light
•	Manual test button
•	Remote test input
•	Audible alarm.

Plant Controllers

Catalogue Number Description

TC100D2 Mobile plant controller

Specifications
Voltage 24VDC, 2 Amp
Alarm Output 24VDC or volts free
Enclosure IP65
Cable Gland Diameter 6.5mm (5 supplied)
Shipping Weight 800g
Size 160mm wide x 80mm high x 60mm deep
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Fixed Plant Controller
Tecalemit’s fixed plant controller is powered by 110 or 240 VAC. Engineered 
to control and monitor automatic lubrication ranging from single line injector 
systems, single line progressive systems and dual line systems.

The fixed plant controller features: 

•	Variable on/off timer
•	Digital cycle counter
•	Pump on light
•	Low level light
•	Fault light
•	Manual test button
•	Remote test input
•	Lockable isolation switch
•	Fault output switch.

Catalogue Number Description

TC100AC Fixed plant controller

Plant Controllers

Specifications
Voltage 88 - 264 VAC
Hertz 47 - 63 Hz
Alarm Output 24 VDC or Volts free
Enclosure IP65
Power Input Cable 
Gland Diameter 8mm (1 supplied)

Output Cable  
Gland Diameter 6.5mm (6 supplied)

Shipping Weight 3.65kg
Size 186mm wide x 302mm high x 175mm deep
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Grease Filters with  
Pressure Gauge
Tecalemit’s grease filters are designed and manufactured in-house and are ideal 
for high pressure filtration on fixed or mobile plant applications.

Available in three filtration variants the Tecalemit grease filters feature: 

•	Nickel plated steel construction
•	Non bypass, high flow filtration at 5,000psi
•	Grease pressure gauge
•	Bleed valve
•	Stainless steel washable element
•	 Instruction plate.

Technical Specifications
•	Maximum working pressure: 5,000psi (349bar).
•	 Inlet and outlet: 1/2” BSPP female.
•	Filtration options: 150, 300 and 450μm.
•	Gross weight: 5kg.
•	Shipping dimensions: 280mm x 150mm x 150mm.

Catalogue Number Description

TECGF150G 150μm - right hand inlet

TECGF150G.L 150μm - left hand inlet

TECGF300G 300μm - right hand inlet

TECGF300G.L 300μm - left hand inlet

TECGF450G 450μm - right hand inlet

TECGF450G.L 450μm - left hand inlet

Spares and Replacement Items
TECGF150E 150μm Grease filter element
TECGF300E 300μm Grease filter element
TECGF450E 450μm Grease filter element
V15964 Pressure gauge
FT291 Bleed valve
TECGFSK Replacement o-ring set

Grease Filters
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Magnetic Grease Filters with  
Pressure Gauge
Tecalemit’s grease filters are designed and manufactured in-house and are ideal 
for high pressure filtration on fixed or mobile plant applications. The internal 
magnetic filter provides an additional level of filtration.

Available in three filtration variants the Tecalemit grease filters feature: 

•	Nickel plated steel construction
•	Non bypass, high flow filtration at 5,000psi
•	Grease pressure gauge
•	Bleed valve
•	Stainless steel washable element
•	 Instruction plate.

Technical Specifications
•	Maximum working pressure: 5,000psi (349bar).
•	 Inlet and outlet: 1/2” BSPP female.
•	Filtration options: 150, 300 and 450μm.
•	Gross weight: 5kg.
•	Shipping dimensions: 280mm x 150mm x 150mm..

Catalogue Number Description

TECGFM150G 150μm - right hand inlet

TECGFM150G.L 150μm - left hand inlet

TECGFM300G 300μm - right hand inlet

TECGFM300G.L 300μm - left hand inlet

TECGFM450G 450μm - right hand inlet

TECGFM450G.L 450μm - left hand inlet

Spares and Replacement Items
TECGFM150E 150μm Grease filter element and magnet
TECGFM300E 300μm Grease filter element and magnet
TECGFM450E 450μm Grease filter element and magnet
V15964 Pressure gauge
FT291 Bleed valve
TECGFSK Replacement o-ring set

Grease Filters
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Grease Filters with  
Blockage Switch
Tecalemit’s grease filters are designed and manufactured in-house and are ideal 
for high pressure filtration on fixed or mobile plant applications where electrical 
monitoring is required.

Available in three filtration variants the Tecalemit grease filters feature: 

•	Nickel plated steel construction
•	Non bypass, high flow filtration at 5,000psi
•	Grease blockage switch
•	Bleed valve
•	Stainless steel washable element
•	 Instruction plate.

Technical Specifications
•	Maximum working pressure: 5,000psi (349bar).
•	 Inlet and outlet: 1/2” BSPP female.
•	Filtration options: 150, 300 and 450μm.
•	Gross weight: 5kg.
•	Shipping dimensions: 310mm x 145mm x 135mm.

Catalogue Number Description

TECGF150M 150μm - right hand inlet

TECGF150M.L 150μm - left hand inlet

TECGF300M 300μm - right hand inlet

TECGF300M.L 300μm - left hand inlet

TECGF450M 450μm - right hand inlet

TECGF450M.L 450μm - left hand inlet

Spares and Replacement Items
TECGF150E 150μm Grease filter element
TECGF300E 300μm Grease filter element
TECGF450E 450μm Grease filter element
FT291 Bleed valve
TECGFSK Replacement o-ring set
V17225 Cycle switch
3290011 3,600 psi pressure indicator
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Magnetic Grease Filters with  
Blockage Switch
Tecalemit’s grease filters are designed and manufactured in-house and are ideal 
for high pressure filtration on fixed or mobile plant applications. Where electrical 
monitoring is required a cycle switch is used.

The internal magnetic filter provides an additional level of filtration.

Available in three filtration variants the Tecalemit grease filters feature: 

•	Nickel plated steel construction
•	Non bypass, high flow filtration at 5,000psi
•	Grease blockage switch
•	Bleed valve
•	Stainless steel washable element
•	 Instruction plate.

Technical Specifications
•	Maximum working pressure: 5,000psi (349bar).
•	 Inlet and outlet: 1/2” BSPP female.
•	Filtration options: 150, 300 and 450μm.
•	Gross weight: 5kg.
•	Shipping dimensions: 310mm x 145mm x 135mm.

Catalogue Number Description

TECGFM150M 150μm - right hand inlet

TECGFM150M.L 150μm - left hand inlet

TECGFM300M 300μm - right hand inlet

TECGFM300M.L 300μm - left hand inlet

TECGFM450M 450μm - right hand inlet

TECGFM450M.L 450μm - left hand inlet

Spares and Replacement Items
TECGFM150E 150μm Grease filter element and magnet
TECGFM300E 300μm Grease filter element and magnet
TECGFM450E 450μm Grease filter element and magnet
FT291 Bleed valve
TECGFSK Replacement o-ring set
V17225 Cycle switch
3290011 3,600 psi pressure indicator



142

Centralised Lubrication

Modular Dual Line Valves
The Tecalemit TD Series dual line metering valves combine strength and reliability 
with almost limitless configurations. 

With it’s clever modular design and construction, these valves can be changed 
from dual to single outlet on-site. Flexibility is key and these valves have the 
added convenience of serviceability or replacement without disturbing pipe work, 
saving on maintenance and down-time. 

The modular dual line valves feature: 

•	Modular base and valve design
•	Valve cycle switch, optional
•	Brass turret with stainless screws
•	Visual performance indicators, covers included.

Technical Specifications
•	Construction: Nickel plated steel.
•	Pressure: 5,800psi (400bar).
•	Lubricant: 15 Cst oil to NLGI grade 3 grease.
•	Maximum frequency: 100 cycles per minute.
•	Temperature: -30°C to 80°C.
•	 Inlets: 3/8" BSPF.
•	Outlets: 1/4" BSPF.

Dual Line Valves
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*Other outlet configurations available on request.

Item Description

TD1 Modular dual line valve element (0.1 - 1.0cc)

Item Description

TD3B Modular dual line valve element (0.25 - 3.0cc)

Output Specifications
Twin 0.1 to 1.0cc per cycle
Single 0.2 to 2.0cc per cycle

Output Specifications
Twin 0.25 to 3.0cc per cycle
Single 0.5 to 6.0cc per cycle

TD3 Cat. No. Outlets*
TD3.1.1 1
TD3.1.2 2
TD3.2.3 3
TD3.2.4 4
TD3.3.5 5
TD3.3.6 6
TD3.4.7 7
TD3.4.8 8
TD3.5.9 9
TD3.5.10 10
TD3.6.11 11
TD3.6.12 12
TD3.7.13 13
TD3.7.14 14

TD1 Cat. No. Outlets*
TD1.1.1 1
TD1.1.2 2
TD1.2.3 3
TD1.2.4 4
TD1.3.5 5
TD1.3.6 6
TD1.4.7 7
TD1.4.8 8
TD1.5.9 9
TD1.5.10 10
TD1.6.11 11
TD1.6.12 12
TD1.7.13 13
TD1.7.14 14

Dual Line Valves
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Dual Line Valve Enclosure
The Tecalemit dual line valve enclosure has been specifically designed to safely 
and securely house up to seven Tecalemit TD1 or TD3 dual line valves. 

Designed, fabricated and assembled in Australia using high quality grade 316 
stainless steel, the Tecalemit dual line valve enclosure provides convenient access 
for inspection or servicing of the valves while offering superior protection from 
harsh environments. 

The dual line valve enclosure features: 

•	Hinged lid with weatherproof 6mm neoprene gasket
•	 IP65 Fully welded, 316 stainless steel enclosure
•	Compact design for easy installation
•	Twin integrated locking latches
•	1 to 14 outlet configurations.

Dual Line Valve Enclosure
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SSBS Series

Assembled Unit  
Catalogue Number

Bare Valve  
Catalogue Number Description

TD3.1.1.SSBS TD3.1.1 1 outlet valve
TD3.1.2.SSBS TD3.1.2 2 outlet valve
TD3.2.3.SSBS TD3.2.3 3 outlet valve
TD3.2.4.SSBS TD3.2.4 4 outlet valve
TD3.3.5.SSBS TD3.3.5 5 outlet valve
TD3.3.6.SSBS TD3.3.6 6 outlet valve
TD3.4.7.SSBS TD3.4.7 7 outlet valve
TD3.4.8.SSBS TD3.4.8 8 outlet valve
TD3.5.9.SSBS TD3.5.9 9 outlet valve
TD3.5.10.SSBS TD3.5.10 10 outlet valve
TD3.6.11.SSBS TD3.6.11 11 outlet valve
TD3.6.12.SSBS TD3.6.12 12 outlet valve
TD3.7.13.SSBS TD3.7.13 13 outlet valve
TD3.7.14.SSBS TD3.7.14 14 outlet valve

Assembled Unit  
Catalogue Number

Bare Valve  
Catalogue Number Description

TD1.1.1.SSBS TD1.1.1 1 outlet valve
TD1.1.2.SSBS TD1.1.2 2 outlet valve
TD1.2.3.SSBS TD1.2.3 3 outlet valve
TD1.2.4.SSBS TD1.2.4 4 outlet valve
TD1.3.5.SSBS TD1.3.5 5 outlet valve
TD1.3.6.SSBS TD1.3.6 6 outlet valve
TD1.4.7.SSBS TD1.4.7 7 outlet valve
TD1.4.8.SSBS TD1.4.8 8 outlet valve
TD1.5.9.SSBS TD1.5.9 9 outlet valve
TD1.5.10.SSBS TD1.5.10 10 outlet valve
TD1.6.11.SSBS TD1.6.11 11 outlet valve
TD1.6.12.SSBS TD1.6.12 12 outlet valve
TD1.7.13.SSBS TD1.7.13 13 outlet valve
TD1.7.14.SSBS TD1.7.14 14 outlet valve

Specifications
Inlet 1/2" BSPF 316 stainless steel

Outlet 1/4" BSPM 316 stainless steel 
Used for hose and compression fitting connections

Size 203mm wide x 404mm high x 92mm deep
235mm deep with door open

Dual Line Valve Enclosure
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Single Line Grease Injectors
The Tecalemit TSLI series grease injector has a modular design and is utilised in 
automatic greasing systems. 

The TSLI injector has been engineered for increased service life and performance, 
with the use of honed components, a hardened bore/plunger and have been 
tested to exceed over 200,000 cycles. The injectors come supplied with a 
screw on visual indicator cap with a stainless steel indicator pin and manual lube 
point fitting.

Technical Specifications

•	Minimum lubricant output: 0.13 cc ( 0.008ci).
•	Maximum lubricant output: 1.31 cc ( 0.080ci).
•	Minimum operating pressure: 1,800psi (125bar).
•	Maximum operating pressure: 3,300psi (230bar).
•	Vent pressure: 600psi (40 bar).
•	 Inlet: 3/8” NPTF.
•	Outlet: 1/8” NPTF.
•	Lubricant: Up to NLGI 2.
•	Material: Mild steel plated.

Single Line Grease Injectors

Replacement Injector

TSLI.S Single injector, minus base

TS
LI

.3
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Single Line Grease Injectors

Catalogue Number Description

TSLI.1 Injector and manifold assembly

Catalogue Number Description

TSLI.4 Injector and manifold assembly

Catalogue Number Description

TSLI.3 Injector and manifold assembly

Catalogue Number Description

TSLI.2 Injector and manifold assembly

Catalogue Number Description

TSLI.5 Injector and manifold assembly

Specifications
Number of Injectors 1
Size 63 x 200 x 50 mm
Weight 1.1kg

Specifications
Number of Injectors 4
Size 140 x 200 x 50 mm
Weight 3.5kg

Specifications
Number of Injectors 3
Size 108 x 200 x 50 mm
Weight 2.6kg

Specifications
Number of Injectors 2
Size 76 x 200 x 50 mm
Weight 1.8kg

Specifications
Number of Injectors 5
Size 171 x 200 x 50 mm
Weight 4.2kg
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Centralised Lubrication

Pressure Transducers
The Tecalemit pressure transducers enable real time monitoring of line pressure 
on automatic lubrication systems. 

Utilising the industry standard 4 - 20mA output. Accompanied with field proven 
connectors and process ports, compact design, fast response time (<2ms), 
temperature compensation and input reverse voltage with output short circuit 
protection they provide high reliability and flexibility.

Technical Specifications
•	2 wire
•	Body: 316 Stainless Steel
•	Operating temperature: -30°C to 125°C
•	Supply: 7-30VDC
•	Temperature compensated reverse polarity.

Catalogue Number Description

PT500 Oil pressure transducer

Catalogue Number Description

PT5000 Grease pressure transducer

Catalogue Number Description

PT5000S Grease pressure transducer

Pressure Specifications
Pressure 500psi
Connection Port 1/4 BSPT male

Pressure Specifications
Pressure 5,000psi
Connection Port 1/4 BSPT male

Pressure Specifications
Pressure 5,000psi
Connection Port 1/4 BSPP male

Fitting Kit

PT.CABLE 2m connection cable and plug - straight

PT.CABLE90 2m connection cable and plug - 90° connector

Pressure Transducers
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Centralised Lubrication

Pressure Gauges
Features a glycerine filled Ø63mm stainless steel body and acrylic sight glass with 
brass connection ports.

Technical Specifications
•	Measurement: Dual scale psi/bar.
•	Measurement standard: EN 837-1.
•	Accuracy class: 1.6 (± 1.6% FS as per EN 837-1).
•	Temperature range: -20 to 60°C.

Catalogue Number Pressure Port Size Port Location

V22924P 1,500psi (103bar) 1/4" BSPP Bottom

V15964 5,800psi (400bar) 1/4" BSPT Bottom

V15964N 5,800psi (400bar) 1/4" NPT Bottom

V15964P 5,800psi (400bar) 1/4" BSPP Bottom

V15964.RP 5,800psi (400bar) 1/4" BSPP Rear

V15964.RT 5,800psi (400bar) 1/4" BSPT Rear

Grease Nipples
Catalogue Number Description

H48SS 316 Stainless steel grease nipple

Catalogue Number Description

T52SS 316 Stainless steel button head grease nipple

Specifications
Body 316 stainless steel
Thread 1/4" BSPT 

Specifications
Body 316 stainless steel
Thread 1/4" BSPT 

Catalogue Number Description

T46 TAT button head grease nipple

Specifications
Body Mild steel plated
Thread 1/4" BSPP 

Pressure Gauges and Grease Nipples
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Centralised Lubrication

Single Point Grease Lubricators
The single point lubricators are designed to provide a constant and controlled 
supply of grease to bearings of all types.

Conveniently refillable with a Tecalemit manual or pneumatic grease gun, these 
units can be mounted directly or remotely (via an optional kit) onto any bearing 
requiring regular lubrication. The robust design has been built to withstand 
rigorous conditions and tested to operate in temperatures from -20°C to 125°C.

Features: 

•	High tensile spring 
•	Polycarbonate piston and cup with volume indicators
•	Twin O-ring prevents leaks
•	Aluminium base
•	External protective cover for additional protection
•	Brass grease flow control valve.

Technical Specifications
•	Supplied fittings: Male 1/4” BSP, Male 1/8” BSP, Male 1/4” UNF.
•	Adjustments: Up to 10 full turns.
•	Flow rates: Grade 0 grease: 1 turn = 0.15g/hr. 

	 Grade 1 grease: 1 turn = 0.10g/hr. 
	 Grade 2 grease: 1 turn = 0.05g/hr. 

Single Point Grease Lubricators

Catalogue Number Description

GS.125 Single point lubricator

Catalogue Number Description

GS.135 Single point lubricator

Specifications
Grease Capacity 78g

Specifications
Grease Capacity 150g
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Centralised Lubrication

Mechanical Dual Line Grease 
Reversing Valve Assembly
The Tecalemit TRM300 valve is used to invert the grease flow on dual line 
systems where air and power are not available.

The mechanical dual line grease reversing valve assembly features: 

•	Easy installation
•	Cost effective
•	Cycle switch monitoring.

Catalogue Number Description

TRM300A
Mechanical dual line 
grease reversing  
valve assemblly

Individual Parts Description Specifications

TRM300 Bare reversing valve 870 - 4,350psi (60 - 300bar)  
P&T - 1/4" BSPF  A&B 3/8" BSPF

V15964 Grease pressure gauge 5,800psi (400bar) 1/4" BSPT bottom entry

V17225 Cycle switch IP65, single contact

Dual Line Reversing Valve
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Centralised Lubrication

Air Operated Dual 
Line Grease Reversing  
Valve Assemblies
The Tecalemit dual line grease reversing valves are 
used in lubrication systems where air is available and 
frequent operation is required, such as Mill Bearing and 
Gear Spray Systems.

The air operated dual line grease reversing valve 
assemblies feature: 

•	Compact manifold mount
•	Visual and electrical monitoring
•	Built in relief valve.

Catalogue Number Description

TRA320A.PS
Air operated dual line 
grease reversing valve with 
pressure switch

TRA320A.PT
Air operated dual line 
grease reversing valve with 
pressure transmitter

Individual Parts Description Specifications

TRA320 Air operated dual line 
reversing valve

Pilot air 30 - 290psi, Max. working pressure  
3 Position PA/BT, ABPT, PB/AT 

V23007
Reversing valve manifold 
with relief valve for 
TRA320

Maximum WP 3,500psi
P, T, A&B ports 3/8" BSPP female

TRA320RV Relief valve spare 400 - 3,500psi

V15964P Grease pressure gauge 5,800psi (400bar) 1/4" BSPP bottom entry

FT290 Gauge isolation valve 1/4" BSPT male to 1/4" BSPF swivel

TEC.GPS Grease pressure switch 1/4" BSPF,  290 - 4,350psi
N.O. (T1, T3) / NC (T1, T2)

PT5000S Grease Pressure 
Transducer 5,000psi 1/4” BSPT

PT.CABLE 2m cable for PT5000S IP66 (includes plug)

Dual Line Reversing Valve

TRA320A.PS

TRA320A.PT
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Centralised Lubrication

Electric Dual Line Grease  
Reversing Valve Assembly
The Tecalemit ERVA is used to invert the grease flow on dual line systems where 
power is available and high reliability is required.

The electric dual line grease reversing valve assembly features: 

•	Modular design
•	Line pressure transmitters
•	Visual pressure gauges
•	Dry coil design
•	Remote monitoring
•	Allows end of line pressure control.

Available in 48VDC, 110VAC and 240VAC

Catalogue Number Description

ERVA.24VDC Electric dual line grease 
reversing valve

Individual Parts Description Specifications

TVVBS24VDC Bare 3/2 electric  
solenoid valve 24VDC, 0.77A with manual test button

TVVB.2PT Bare manifold P, T, A&B ports 1/2" BSPP female 
All grease ports 1/2" BSPF

PT5000S Pressure transmitter 0 - 5,000psi, 4 - 20mA

PT.CABLE 2m cable for PT5000S IP66 (includes plug)

FT290 Gauge isolation valve 1/4" BSPT male - 1/4" BSPP swivel

V15964P Grease pressure gauge 5,800psi (400bar) 1/4" BSPP bottom entry

M.P24120B.1 DIN Plug 24VDC, illuminates on power

Dual Line Reversing Valve
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Alphanumeric Index

PART. NO. Pge PART. NO. Pge PART. NO. Pge PART. NO. Pge

046405772 113

10.14 9

10.15 9

10.10 9

10.50 51

10.55 51

10.60 51

10.65  51

115F.181 51

115F.751 51

115F.91 51

116F.181 51

116F.401 51

116F.751 51

2B4.26117TTI 75

2B8.16117NH5 75

28463.7 130

3C1.40111NHH 77

3290011 140

33.2011NHHV2 76

33.2611NHHV2 76

33060 8

33061 8

33096 8

33120 40

33125 73

33146 43

33150 42

33151 42

33445 91

33583 45

33585 45

33590 45

33591 45

35160 8

35161 8

35163 8

35196 8

35200 22

35220 20

35280 14

35280.NM 14

35281 14

35281.NM 14

35293 13

35293.NM 13

35296 13

35296.NM 13

35425 21

36060 9

36061 9

36063 9

36096 9

36610 16

36620 16

36650 17

36660 17

36670 17

37099 21

37100 23

37150 23

37200 20

37679 15

37679.NM 15

37680 15

37680.NM 15

37683 12

37686 12

37687 12

37688 12

37689 12

37690 12

37691 12

37692 46

37697 12

37699 44

37704 43

37751 41

37758 43

37764 91

37780 44

37785 91

37810 46

37812 46

37830 44

38022 41

38025 40

38042 45

38043 8

38043 45

38056 45

38057 45

38099 47

38131 46

39328 120

39340 120

42060 71

42061 71

42065 72

42069 70

42072 70

42073 70

42085 72

42090 73

44090 74

46215 74

60310 56

60410 56

62048 50

62074 50

62095 50

63048 50

63095 50

64000 59

64001 59

64031 57

64033 57

64041 58

64195 54

64200 54

64210 54

65310 50

65420 50

65600 50

66310 50

66400 50

66590 50

66740 64

66740BP 64

66880 62

66888 62

66889 62

70365 74

80035 19

80200 19

80201 19

80210 19

8420.101 88

8420.104 88

8420.401 10

8420.402 10

8420.501 52

8420.506 52

8422.354 89

8430.101 88

8430.104 88

8430.401 10

8430.402 10

8430.501 52

8430.506 52

8436.251 105

8436.252 105

8440.101 89

8440.102 89

8440.103 89

8440.104 89

8440.401 10

8440.402 10

8440.501 52

8440.502 52

8440.505 52

8440.506 52

8530.401 11

8530.402 11

8540.102 89

8540.103 89

8540.411 11

8540.412 11

8540.413 11

8540.501 53

8540.602 95

8540.603 95

8542.103 89

88630 44

89109 88

893 91

90C.111 51

90C.51 9

90C.71 9

91C.111 9

91C.111 51

91C.701 51

91C.71 9

91F.451 51

93108.106 88

94100000067 112

94100000228 115

94100000602 112

94100000633 115

94100000644 112

94100000645 115

94100000646 112
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Alphanumeric Index

PART. NO. PgePART. NO. Pge PART. NO. Pge PART. NO. Pge

95102000013 112

95102000013 115

BK8150 131

BK8150 133

BK8151E 131

BK8151E 133

BK8159 131

BK8159 131

BK8159 132

ERVA.24VDC 153

FT290 152

FT290 153

FT291 138

FTEC332A5A 107

GS.125 150

GS.135 150

H1 67

H12 67

H123 67

H123BP 66

H127 67

H127BP 66

H12BP 66

H15 67

H158 67

H158BP 66

H15BP 66

H161 67

H161BP 66

H162 67

H162BP 66

H163 67

H163BP 66

H185 67

H185BP 66

H1BP 66

H204 67

H204BP 66

H28 67

H28BP 66

H29 67

H29BP 66

H3 67

H3BP 66

H48 67

H48BP 66

H48SS 149

H78 67

H78BP 66

HA0503100 135

HA0503200 135

HA107 67

HA107BP 66

HA165 67

HA165BP 66

HA168 67

HA168BP 66

HA169 67

HA169BP 66

HA172 67

HA172BP 66

HA173 67

HA173BP 66

HA176 67

HA176BP 66

HA20 67

HA205 67

HA205BP 66

HA206 67

HA206BP 66

HA20BP 66

HA34 67

HA34BP 66

HA37 67

HA37BP 66

HA39 67

HA39BP 66

HA43 67

HA43BP 66

HA44 67

HA44BP 66

HA52 67

HA52BP 66

HA7 67

HA7BP 66

HA8 67

HA8BP 66

HD0513100 135

HD0513200 135

HF4016 64

HF4020 64

HF4063 64

M.P24120B.1 153

M703CPX3.1 131

M703CPX3.2 131

M703CPX3.3 131

MLS.CPX3.1 131

MLS.CPX3.2 131

MLS.CPX3.3 131

MLS.SK 130

PNH3009.10 63

PNH3009.10BP 63

PNH3009.18 63

PNH3009.18BP 63

PT.CABLE 148

PT.CABLE90 148

PT500 148

PT5000 148

PT5000S 148

SMA1108.16S316 132

SWA1105.6 130

T46 67

T46 149

T46BP 66

T52 67

T52BP 66

T52SS 149

TC100AC 135

TC100D2 134

TCB274 47

TD1 143

TD1.1.1 143

TD1.1.2 143

TD1.2.3 143

TD1.2.4 143

TD1.3.5 143

TD1.3.6 143

TD1.4.7 143

TD1.4.8 143

TD1.5.9 143

TD1.5.10 143

TD1.6.11 143

TD1.6.12 143

TD1.7.13 143

TD1.7.14 143

TD1.1.1.SSBS 145

TD1.1.2.SSBS 145

TD1.2.3.SSBS 145

TD1.2.4.SSBS 145

TD1.3.5.SSBS 145

TD1.3.6.SSBS 145

TD1.4.7.SSBS 145

TD1.4.8.SSBS 145

TD1.5.9.SSBS 145

TD1.5.10.SSBS 145

TD1.6.11.SSBS 145

TD1.6.12.SSBS 145

TD1.7.13.SSBS 145

TD1.7.14.SSBS 145

TD3.1.1 143

TD3.1.2 143

TD3.2.3 143

TD3.2.4 143

TD3.3.5 143

TD3.3.6 143

TD3.4.7 143

TD3.4.8 143

TD3.5.9 143

TD3.5.10 143

TD3.6.11 143

TD3.6.12 143

TD3.7.13 143

TD3.7.14 143

TD3.1.1.SSBS 145

TD3.1.2.SSBS 145

TD3.2.3.SSBS 145

TD3.2.4.SSBS 145

TD3.3.5.SSBS 145

TD3.3.6.SSBS 145

TD3.4.7.SSBS 145

TD3.4.8.SSBS 145

TD3.5.9.SSBS 145

TD3.5.10.SSBS 145

TD3.6.11.SSBS 145

TD3.6.12.SSBS 145

TD3.7.13.SSBS 145

TD3.7.14.SSBS 145

TD3B 143

TEC.115F91.IBC 16

TEC.115F91.TT 55

TEC.63048.IBC 16

TEC.63048.TT 55

TEC.90C111.IBC 16

TEC.90C111.TT 55

TEC.90C51.IBC 16

TEC.CAMLOCK.1 17

TEC.DG 47

TEC.GPS 134

TEC.GPS 152

TEC.IP150FK 135

TEC.IP15L24 135

TEC.IP15L240 135



156

Alphanumeric Index

PART. NO. PgePART. NO. Pge PART. NO. Pge PART. NO. Pge

TEC.IP15L415 135

TEC.IP3L24 135

TEC.IP8L24 135

TEC.IP8L240 135

TEC.IP8L415 135

TEC.IPF 135

TEC.IPLS 135

TEC.IPPU 135

TEC.IPRVA 135

TEC.KB 63

TEC.TGHP 55

TEC.TGHP.IBC 16

TEC.TGT 55

TEC.TGT.IBC 16

TEC1000100 33

TEC1000101 33

TEC1000102 33

TEC1000103 33

TEC1000104 33

TEC1000105 33

TEC1000106 33

TEC1000107 33

TEC1000108 33

TEC1000109 33

TEC100200 33

TEC100201 33

TEC100202 33

TEC100203 33

TEC100204 33

TEC100205 33

TEC100206 33

TEC100207 33

TEC100208 33

TEC100209 33

TEC100300 35

TEC100301 35

TEC100302 35

TEC100303 35

TEC100304 35

TEC100305 35

TEC100306 35

TEC100307 35

TEC100308 35

TEC100309 35

TEC100400 34

TEC100401 34

TEC100402 34

TEC100403 34

TEC100404 34

TEC100405 34

TEC100406 34

TEC100407 34

TEC100408 34

TEC100409 34

TEC100500 34

TEC100500 39

TEC100501 34

TEC100501 39

TEC100502 34

TEC100502 39

TEC100503 34

TEC100503 39

TEC100504 34

TEC100504 39

TEC100505 34

TEC100505 39

TEC100506 34

TEC100506 39

TEC100507 34

TEC100507 39

TEC100508 34

TEC100508 39

TEC100509 34

TEC100509 39

TEC101001 32

TEC101002 32

TEC101003 32

TEC101004 32

TEC101005 32

TEC101010 32

TEC102020 35

TEC102021 35

TEC14761000 104

TEC15517000 104

TEC18QRC 64

TEC1FJ 32

TEC200000 37

TEC200001 37

TEC200002 37

TEC200003 37

TEC200004 37

TEC200005 37

TEC200006 37

TEC200007 37

TEC200008 37

TEC200009 37

TEC200101 36

TEC201001 36

TEC20135E 107

TEC201AAA 106

TEC203090 106

TEC204080 106

TEC207000 37

TEC207001 37

TEC207002 37

TEC207003 37

TEC207004 37

TEC207005 37

TEC207006 37

TEC207007 37

TEC207008 37

TEC207009 37

TEC22300C 98

TEC22500C 100

TEC22511C 100

TEC280000 36

TEC280001 36

TEC280002 36

TEC280003 36

TEC280004 36

TEC280005 36

TEC280006 36

TEC280007 36

TEC280008 36

TEC280009 36

TEC30204D 99

TEC303M00 99

TEC30403D 99

TEC372040 101

TEC3FJ 32

TEC408100 102

TEC4115 18

TEC4121 18

TEC450 60

TEC450M 60

TEC50420 24

TEC50420 38

TEC50460 25

TEC50520 26

TEC50560 27

TEC51420 24

TEC51460 25

TEC51520 26

TEC51560 27

TEC550450 102

TEC560350 102

TEC57003A 102

TEC59100A 101

TEC592000 101

TEC5FJ 32

TEC60205 28

TEC60205P 28

TEC610020 94

TEC611000 103

TEC6118 71

TEC611D30 109

TEC611D40 109

TEC61701A 104

TEC62205 29

TEC62205P 29

TEC641130 94

TEC64205 90

TEC65MFE 32

TEC68721A 42

TEC70205 30

TEC70205A 31

TEC73205A 98

TEC75011B 105

TEC75510D 103

TEC777200A 103

TEC80205 90

TEC920205 39

TEC920255 39

TECADBLUE.240 108

TECADBLUE.240M 108

TECADBLUE.MP 107

TECAIR450P 61

TECAW1020 88

TECAW1215 88

TECB242 112

TECB242.240 112

TECB242C 114

TECB242C.240 114

TECB250C 115

TECB250C.250 115

TECBAT450 61

TECBP01 32

TECDB1150C 83

TECDB2C 81

TECDB2G 80

TECDB3G 80

TECDB4C 81
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Alphanumeric Index

PART. NO. PgePART. NO. Pge PART. NO. Pge

TECDB4G 80

TECDBDIBC 82

TECDBDIBCC 83

TECDBSIBC 82

TECDPL 79

TECDRIPTRAY 78

TECDRUMCOVER 79

TECDS205CT 79

TECG242C 113

TECG440 116

TECG440L 116

TECGF150E 138

TECGF150G 130

TECGF150G.L 138

TECGF150M 140

TECGF150M.L 140

TECGF300E 138

TECGF300G 138

TECGF300G.L 138

TECGF300M 140

TECGF300M.L 140

TECGF450E 138

TECGF450G 138

TECGF450G.L 138

TECGF450M 140

TECGF450M.L 140

TECGFM150E 139

TECGFM150G 139

TECGFM150G.L 139

TECGFM150M 141

TECGFM150M.L 141

TECGFM300E 139

TECGFM300G 139

TECGFM300G.L 139

TECGFM300M 141

TECGFM300M.L 141

TECGFM450E 139

TECGFM450G 139

TECGFM450G.L 139

TECGFM450M 141

TECGFM450M.L 141

TECGFSK 138

TECGJ20A 117

TECIBCCOVER 83

TECSCI100 84

TECSCI160 85

TECSCI250 84

TECSCI60 84

TECSCI80 85

TECSKHE120CS 78

TECWM.GM 119

TECWM.KM 118

TECWM.KP 118

TECWM.LM 119

TECWM.MM 118

TF150 135

TF150C 134

TPH1.180 133

TPH1.20 133

TPH1.55 133

TPH1.S 132

TPH3.180 133

TPH3.20 133

TPH3.55 133

TPSH.PP24V6LPM 132

TPSH.SL20 134

TRA320 152

TRA320A.PS 152

TRA320A.PT 152

TRA320RV 152

TRM300 151

TRM300A 151

TSLI.1 147

TSLI.2 147

TSLI.3 147

TSLI.4 147

TSLI.5 147

TSLI.S 146

TVV24VDC 134

TVVB.2PT 153

TVVBS24VDC 153

V15964 138

V15964.RP 149

V15964.RT 149

V15964N 134

V15964P 149

V17091 131

V17105 130

V17109 130

V17225 140

V17229 131

V18150 132

V19522 133

V19522E 131

V19524 133

V20456 134

V20484 47

V22691 132

V22693 134

V22694 134

V22695 134

V22924P 149

V22983 47

V23007 152

V4675 65

V4676 65

V4679 65

V5412.3 131

WWA1005 130
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Warranty Policy
 
Your Tecalemit product is warranted to the original user against defects in workmanship 
or materials under normal use for a minimum period of one year after purchase date. 
PIUSI products are warranted for two years and RAASM products are warranted for five 
years. Any product which is deemed to be defective in material and workmanship and 
returned to Tecalemit, shipping and costs prepaid, will be repaired or replaced at the 
discretion of Tecalemit.

The warranty does not cover damage or failure which in the judgement of Tecalemit has 
arisen from misuse, abrasion, corrosion, negligence, accidental damage, faulty installation 
or tampering.

If Tecalemit inspection discloses no defect in material or workmanship, repair or replacement 
will be made at customary charges.

Tecalemit has made a diligent effort to accurately illustrate and describe it’s product in all it’s 
literature. However such illustrations are not a warranty.

The above express warranty is in lieu of and excludes all other warranties, express or 
implied, including without limitation, merchantability or fitness for a particular purpose.

The purchaser shall give written notice of any claim within 10 days after discovery of any 
alleged defect.

Tecalemit shall not be liable for consequential damage, losses, delays, labour costs or any 
other expense directly or indirectly arising from the use of the product, its liability being 
expressly limited to the replacement or repair of any defective product or an allowance of 
credit thereof.

The remedy and recovery of the purchaser on any claim against Tecalemit either based on 
contract of this warranty or any alleged negligence shall be stated and limited herein and 
shall be exclusive. 

Orders that incur a delivery charge/freight will be notified at the time of order.

 
E&OE specifications to change without prior notice. ©2021 Tecalemit Australia Pty Limited. 
Full Tecalemit terms and conditions are available at tecalemit.com.au





© 2021 Tecalemit Pty Limited. All Rights Reserved. - VER 1

2B Cardiff Court,  
Cavan, South Australia 5094.

Customer Support 
1800 685 577 
 

Customer Facsimile 
1800 685 533
 

tecalemit.com.au

Find us on

Tecalemit Pty Limited reserves the right to change specifications, modify designs and discontinue items without incurring obligation and whilst every effort is made to ensure that 
descriptions, specifications and other information in this document are correct, no warranty is given in respect thereof and the company shall not be liable for any error therein.  
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