
Pump Type   Cast Iron External Gear Pump

Flow Rate   7 ... 15 l/min (Viscosity dependent)

Motor Details   0.75kw with variable speed drive

Operating Pressure  5 bar max.

Filter Housing   2 x MultiRheo Filter – MRF-1-30”

Element Series   2 x Flexmicron 30” (see page 2)

Permitted suction pressure  

at suction port   -0.4 bar to +0.5 bar

Viscosity Range   15 ... 3000 mm2/s

Fluid Temperature  - 10 ... + 80

Ambient Temperature  - 20 ... + 60

Protection Class  OFT3 = IP55 

    OFTM = IP54 ATEX Ex ll  2 G D c ll L T6 (80ºC)

Power cable length  1 m

Suction hose (length)  NW 42 with lance (3 m including lance)

Pressure hose (length)  NW 28 with lance (4 m including lance)

Weight    ~100 kg 

Air Comsumption (OFTM) 30 cfm 0.85 m3/min 

Air Supply Pressure (OFTM) 6 bar

mobile oil service unit that is used 

when transferring hydraulic and 

- Hydraulic and lubrication oil
  systems in a variety of industries 

Easy operation
Greater system availability
Reduction in Life Cycle Cost  ..
Transfer of oil while bypassing        

Variable speed drive to handle a 
large viscosity range
Pneumatic tyres
This design halves the amount 
of effort required to tilt the load 
off the ground. A spring loaded 
foot operated lever tilts the wheel 
axle into the best position for 
lifting and moving the load.

OFT3 OFTM

OFT3

OFTM
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(motor only)



OFT

3    = standard 
M   = marine (air operated)

N    = NBR 

1    = 0.75 Kw with variable speed drive 
2    = Air driven motor with variable speed controls

 
-      = omit for air driven option

1    = MRF-1-E-30” x 2

B    = standard differential pressure indicator - visual (VM2 B.1)

Note:
Filtration unit is supplied with no elements. Elements must be ordered separately.

N30FM-P001-GF1F 1 µm

N30FM-P003-PES1F 3 µm

N30FM-P005-GF1F 5 µm

N30FM-P010-GF1F 10 µm

N30FM-P020-PES1F 20 µm

N
ov 2017

Element Type Filtration Rate Part number Availability

N30FM-P001-PES1F 1 µm 3987517 Special Order

N30FM-P003-PES1F 3 µm 4187192 Special Order

N30FM-P005-GF1F 5 µm 3746196 Standard

N30FM-P005-PES1F 5 µm 3612556 Standard

N30FM-P010-GF1F 10 µm 3746197 Standard

N30FM-P010-PES1F 10 µm 3584035 Standard

N30FM-P020-PES1F 20 µm 3584033 Standard

PES is a Polyester membrane element.
GFIF is a Glass fibre element.
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